PEDESTRIAN ACTIVATED FLASHING BEACON - 120 VAC

POLE CAP

12" L.E.D. YELLOW FLASHING BEACON INSTALLED SINGLE-SIDED AND/OR BACK-TO-BACK.

12" SPACING

PEDESTRIAN CROSSING SIGNS (24"x24"), B.T.D. SIGN CODE W-6. INSTALLED SINGLE-SIDED AND/OR BACK-TO-BACK.

3" MAX. SPACING

DOWNWARD DIAGONAL ARROW PLAQUE (12"x24"), M.U.T.C.D. CODE W16-7pL AND/OR W16-7pR. INSTALLED SINGLE-SIDED AND/OR BACK-TO-BACK. DIAGONAL ARROW ON SIGN SHALL POINT TOWARDS THE CROSSWALK.

12" SPACING

12" L.E.D. YELLOW FLASHING BEACON INSTALLED SINGLE-SIDED AND/OR BACK-TO-BACK.

METER SOCKET

CONTROL CABINET (N.E.M.A. ENCLOSURE)

AUDIBLE INFORMATION PEDESTRIAN PUSHPUTTON DEVICE (YELLOW IN COLOR) WITH INSTRUCTION SIGN, MUTCD CODE R10-25.


SIDEWALK

ROADWAY

TRAFFIC SIGNAL FOUNDATION WITH GROUND ROD PER B.T.D. DETAIL A1

DATE: 1/9/18

A42.1