
A

BB

A

APPROXIMATE

LIMITS OF

PROPOSED

BUILDING

EXISTING

CURB LINE

TEMPORARY EARTH

SUPPORT (DRILLED-IN

SOLDIER PILE AND

TIMBER LAGGING)

C

C

APPROXIMATE

PROPERTY BOUNDARY

APPROXIMATE LIMITS

OF PROPOSED

TRANSFORMER VAULTS

TEMPORARY EARTH

SUPPORT (DRILLED-IN

SOLDIER PILE AND

TIMBER LAGGING)

P

L

SECTION A-A

SCALE: AS SHOWN

SECTION B-B

SCALE: AS SHOWN

0 10 20

SCALE IN FEET

0 10 20

SCALE IN FEET

E
L
E

V
A

T
I
O

N
 
I
N

 
F

E
E

T
 
(
B

C
B

)

10

20

30

-10

0

10

20

30

-10

0

E
L
E

V
A

T
I
O

N
 
I
N

 
F

E
E

T
 
(
B

C
B

)

E
L
E

V
A

T
I
O

N
 
I
N

 
F

E
E

T
 
(
B

C
B

)

10

20

30

-10

0

10

20

30

-10

0

E
L
E

V
A

T
I
O

N
 
I
N

 
F

E
E

T
 
(
B

C
B

)

PROPOSED

BUILDING

PROPOSED

BUILDING

TEMPORARY EXCAVATION

SUPPORT (DRILLED-IN

SOLDIER PILE AND

TIMBER LAGGING)

TEMPORARY EXCAVATION

SUPPORT (DRILLED-IN

SOLDIER PILE AND

TIMBER LAGGING)

?

?

? ?

?

16"X16" SEWER (SLATE)

14' STEAM

TELEPHONE (BLTWA)

12" WATER (SL)

EL.28

URBAN FILL

P

L

PROPOSED

EXCAVATION

QUAKER

LANESIDEWALK

SIDEWALK

PROPOSED

EXCAVATION
SIDEWALK

DEVONSHIRE

STREET

6 FT. (SEE NOTE 5)

EL.27

ELECTRIC

12" WATER (SL)

STEAM (REC)

2-3" TELEPHONE (WIP)

P

L

SECTION C-C

SCALE: AS SHOWN

0 10 20

SCALE IN FEET

E
L

E
V

A
T

I
O

N
 
I
N

 
F

E
E

T
 
(
B

C
B

)

10

20

30

-10

0

10

20

30

-10

0

E
L

E
V

A
T

I
O

N
 
I
N

 
F

E
E

T
 
(
B

C
B

)

?

?

14' STEAM

TELEPHONE (BLTWA)

12" WATER (SL)

EL.28

URBAN FILL

SIDEWALK

DEVONSHIRE

STREET

EXISTING

BUILDING

?

?

?

?

?

EXISTING GRANITE

BLOCK WALL

PROPOSED

TRANSFORMER

VAULTS

6 FT. (SEE NOTE 5)

TEMPORARY EXCAVATION

SUPPORT (DRILLED-IN

SOLDIER PILE AND

TIMBER LAGGING)

6 TO 10 FT. (SEE NOTE 5)

EXISTING

SIDEWALK VAULT

15"

 TEMPORARY EARTH RETENTION PLAN

54 DEVONSHIRE STREET AND
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NOTES

1. BASE PLAN CREATED FROM ELECTRONIC PLAN

"2016-12-07_NITSCH_54_DEVONSHIRE_UTILITY.DWG"

RECEIVED FROM NITSCH ON 7 DECEMBER 2016.

2. PROPOSED BUILDING AND FEATURES TAKEN FROM SHEET

A0.005. PREPARED BY ARROWSTREET AND DATED

23 NOVEMBER 2016.

3. ELEVATIONS ARE IN FEET AND REFER TO BOSTON CITY

BASE DATUM (BCB).

4. UTILITY LOCATIONS AND ALIGNMENT SHOWN ON SECTIONS

ARE FROM BASE PLAN IDENTIFIED IN NOTE 1.

5. TEMPORARY LATERAL EXCAVATION SUPPORT SYSTEM WILL

BE CUT-OFF AND REMOVED TO 6-FT BELOW THE SIDEWALK

AND 10-FT. BELOW ROADWAY GRADE. THE REMAINDER IS

TO BE LEFT IN PLACE, EXCEPT AS NEEDED TO CONSTRUCT

SITE IMPROVEMENTS (E.G. UTILITIES).

6. PEDESTRIAN TRAFFIC WILL BE REDIRECTED AROUND

CONSTRUCTION ACTIVITIES.
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