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FORT POINT NEIGHBORHOOD
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253 SUMMER STREET

EXTERIOR BUILDING VIEWS

BOSTON, MA 02110
05-26-2016
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253 SUMMER STREET

EXTERIOR BUILDING VIEWS

BOSTON, MA 02110
05-26-2016

(PREVIOUSLY APPROVED SUBMISSION) 3



253 SUMMER TRANSFORMATION

253 SUMMER STREET CIRCA 1909 TO CIRCA 2017

03-23-2017
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EXISTING PLAN
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PROPOSED PLAN
6
’-6
”

03-23-2017
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PROPOSED HARBORWALK PLANS
(PREVIOUSLY APPROVED SUBMISSION)

PROPOSED REFLECTED CEILING PLAN

PROPOSED PLAN

NEW 6’-0” ARCHED OPERABLE 
DOUBLE DOOR BLACK METAL 
WINDOWS , TYP.

NEW ENTRY AT HARBORWALK TO BE 
RECESSED FROM THE MAIN WALKWAY . STONE 
INFILL AT ENTRY TO BE FLUSH WITH DECK

NEW 6’-0” ARCHED 
OPERABLE 
DOUBLE DOOR 
BLACK METAL 
WINDOWS , TYP.

NEW MAHOGHANY WOOD 
CLAD CEILING 
AT 11’-6” A.F.F., TYP.

NEW MAHOGHANY 
WOOD CLADDING TO 
WRAP EXISTING AND 
FAUX BEAMS, TYP.

EXISTING DECK TO REMAIN

EXISTING STAIR TO 
REMAIN

EXISTING RAILING TO REMAIN, TYP.

NEW BRICK WALL TO 
REPLACE EXISTING MASONRY WALL

NEW BRICK WALL TO 
REPLACE EXISTING 
MASONRY WALL

NEW BRICK WALL TO 
REPLACE EXISTING 
MASONRY WALL

BLUE PAINT ON BRICK TO BE 
REMOVED TO EXPOSE NATURAL 
BRICK FINISH

BLUE PAINT ON BRICK TO BE 
REMOVED TO EXPOSE NATURAL 
BRICK FINISH

NEW DECORATIVE 
CHANDELIER 
CENTERED ON DOOR 

NEW DECORATIVE WALL 
SCONCE ON BOTH ANGLED 
WALLS

NEW DECORATIVE 
HANGING PENDANT 
TO BE CENTERED 
BETWEEN BEAMS, 
TYP.

12-19-2016
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PROPOSED HARBORWALK PLANS

PROPOSED REFLECTED CEILING PLAN

PROPOSED PLAN

NEW 4’-6” ARCHED OPERABLE 

DOUBLE DOOR STAINED WOOD

WINDOWS , TYP. SEE SHOP DRAW-

INGS FOR DETAILS

NEW ENTRY AT HARBORWALK TO BE 

RECESSED FROM THE MAIN WALKWAY . 

SLATE INFILL AT ENTRY TO BE FLUSH WITH 

DECK. SEE DOOR DETAILS FOR DESIGN INTENT

NEW 4’-6” ARCHED OPERABLE 

DOUBLE DOOR STAINED WOOD 

WINDOWS WITH LIGHT FIXTURE

INSTALLED IN SILL. SEE ATTACHED 

CUT SHEETS , TYP. 

NEW MAHOGHANY WOOD 

CLAD CEILING 

AT 9’-5” A.F.F., TYP.

EXISTING DECK TO REMAIN

EXISTING STAIR TO 

REMAIN

EXISTING RAILING TO REMAIN, TYP.

NEW THIN BRICK WALL TO 

REPLACE EXISTING MASONRY WALL

NEW THIN BRICK WALL TO 

REPLACE EXISTING 

MASONRY WALL

NEW THIN BRICK WALL TO 

REPLACE EXISTING 

MASONRY WALL

BLUE PAINT ON BRICK TO BE 

REMOVED TO EXPOSE NATURAL 

BRICK FINISH

BLUE PAINT ON BRICK TO BE 

REMOVED TO EXPOSE NATURAL 

BRICK FINISH

NEW DECORATIVE  

FLUSH MOUNT LIGHT

CENTERED ON DOOR, 

SEE ATTACHED CUT 

SHEETS, TYP.

NEW DECORATIVE  

FLUSH MOUNT LIGHT,

SEE ATTACHED CUT 

SHEETS, TYP.

03-23-2017

NEW MAHOGANY WOOD 

CLADDING TO WRAP 

EXISTING BEAMS

ADJUSTABLE ACCENT 

LIGHTING. SEE 

ATTACHED CUT 

SHEETS, TYP.

SIGNAGE WALL. SEE 

SIGNAGE ELEVATION 

FOR DESIGN INTENT

NEW DECORATIVE  

WALL SCONCE, SEE 

ATTACHED CUT 

SHEETS, TYP.
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FACING FORT POINT CHANNEL

PROPOSED ELEVATION

BLUE PAINT ON BRICK TO 

BE REMOVED TO EXPOSE 

NATURAL BRICK 

FINISH

NEW CEILING TO BE 9’-9” A.F.F. 

12-19-2016

(PREVIOUSLY APPROVED SUBMISSION)

EXISTING ELEVATION
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FACING FORT POINT CHANNEL

PROPOSED ELEVATION

BLUE PAINT ON BRICK TO 
BE REMOVED TO EXPOSE 
NATURAL BRICK 
FINISH

NEW CEILING TO BE 9’-5” A.F.F. 
FOR NEW INSULATION

03-23-2017

NEW DECORATIVE  
FLUSH MOUNT LIGHT,
SEE ATTACHED CUT 
SHEETS, TYP.

REMOVED BLACK INFILL 
TO REVEAL EXISTING 
BRICK ARCH

B

A

JAMB/HEAD DEMO (A) JAMB (B) HEAD

BLACK ALUMINUM FRAME
TO BE REMOVED, TYP.

EXISTING YELLOW BRICK TO
REMAIN

EXISTING RAILING TO
REMAIN

EXISTING BLUE PAINTED BRICK
TO BE RESTORED TO ORIGINAL
COLORHARBORWALK

FORT POINT CHANNEL

REMOVE WOOD
BLOCKING, TYP.

NEW METAL TRIM

EXISTING YELLOW
BRICK TO REMAIN

NEW BRICK TO MATCH
EXISTING AT ARCH

EXISTING BLUE PAINTED BRICK
TO BE RESTORED TO ORIGINAL
COLOR

EXISTING BEAM

NEW MAHOGHANY CLADDING
AT HARBORWALK CEILING WITH
INSULATION ABOVE

HARBORWALK FORT POINT CHANNEL

NEW METAL TRIM

EXISTING YELLOW BRICK TO REMAIN

EXISTING RAILING TO REMAIN

EXISTING BLUE PAINTED BRICK TO
BE RESTORED TO ORIGINAL COLOR

NEW BRICK TO
MATCH EXISTING

HARBORWALK

FORT POINT CHANNEL
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FACING LOLITA COCINA
(PREVIOUSLY APPROVED SUBMISSION)

PROPOSED ELEVATION

NEW 6’-0” ARCHED OPERABLE 
DOUBLE DOOR BLACK METAL 
WINDOWS , TYP.

NEW BRICK WALL TO 
REPLACE EXISTING BLUE 
PAINTED MASONRY WALL

NEW ENTRY AT HARBORWALK 
TO BE RECESSED FROM THE 
MAIN WALKWAY. NEW 
DECORATIVE CHANDELIER 
CENTERED ON DOOR

NEW BLACK 
METAL 
HANDRAIL

NEW DECORATIVE 
HANGING PENDANT 
TO BE CENTERED 
BETWEEN BEAMS, 
TYP.

NEW CEILING TO BE 
RAISED TO 11’-6” 
A.F.F. TO EXPOSE 
EXISTING BEAMS 
AND TOP 
OF ARCH, TYP.

NEW DECORATIVE 
WALL SCONCE ON 
BOTH ANGLED 
WALLS

05-26-2016
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FACING LOLITA COCINA

EXISTING ELEVATION

PROPOSED ELEVATION

NEW 4’-6” X 7’-0” ARCHED OPERABLE 
DOUBLE DOOR STAINED WOOD  (EBONY STAIN)
WINDOWS WITH LIGHT FIXTURE INSTALLED IN 
SILL. SEE DETAILS AND SHOP DRAWINGS , TYP.

NEW THIN BRICK WALL TO 
REPLACE EXISTING BLUE 
PAINTED MASONRY WALL

NEW 7’-0” W DOOR 
WITH STONE ARCH AT 
HARBORWALK TO BE 
RECESSED FROM THE MAIN 
WALKWAY. SEE DOOR DETAILS 
FOR DESIGN INTENT

NEW CEILING TO BE  
9’-5” A.F.F. 

EXISTING BLUE 
PAINTED MASONRY WALL 
TO BE DEMOLISHED

03-23-2017

REMOVE EXISTING METAL 
GATE REMOVE EXISTING METAL 

GATE

EXISTING WALL FINISHES 
TO REMAIN AT STAIR

SIGNAGE WALL. SEE 
SIGNAGE ELEVATION 
FOR DESIGN INTENT

NEW DECORATIVE  
FLUSH MOUNT LIGHT,
SEE ATTACHED CUT 
SHEETS, TYP.

NEW DECORATIVE  
WALL SCONCE, 
SEE ATTACHED 
CUT SHEETS, TYP.

12



NECCO COURT ELEVATION
03-23-2017

PREVIOUSLY APPROVED NECCO COURT ELEVATION PROPOSED NECCO COURT ELEVATION
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HARBORWALK LIGHT FIXTURE CUT SHEETS
03-23-2017

COSTA DEL SOL 329681STCOSTA DEL SOL 324882ST
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WINDOW DETAILS
(PREVIOUSLY APPROVED SUBMISSION)

05-26-2016

(1) WINDOW HEAD (2) WINDOW JAMB

(3) WINDOW SILL (4) VERTICAL INTEGRAL MUNTIN

4

2

1

3

NEW BRICK 
SILL

NEW BRICK-
FACED WALL. 
INTERIOR AND 
EXTERIOR

NEW BRICK-
FACED WALL. 
INTERIOR AND 
EXTERIOR

NEW BRICK-
FACED WALL. 
INTERIOR AND 
EXTERIOR

CUSTOM DOOR 
FRAME DETAIL 
TO BE 
CONFIRMED

NOTE: DOOR HARDWARE TO BE CONFIRMED
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WINDOW DETAILS
03-23-2017

WOOD SAMPLE
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WINDOW DETAILS
03-23-2017
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EXTERIOR ENTRY DOOR DETAILS

NOTE: CUSTOM WOOD DOORS WITH IRON 

HARDWARE. EXACT DOOR HARDWARE TO 

BE CONFIRMED

03-23-2017

WOOD DOOR HEAD

WOOD DOOR JAMB

WALL AS SCHEDULED

CASING TRIM

SEALANT AND BACKER ROD

WOOD FRAME

DOOR STOP

DOOR AS SCHEDULED

CASING TRIM

SHIM SPACE

SEALANT AND

BACKER ROD

SELF ADHERING VAPOR

PERMABLE WEATHER BARRIER

SCHEDULED WALL

CASING TRIM

SEALANT AND BACKER ROD

WOOD FRAME

DOOR STOP

DOOR AS SCHEDULED

CASING TRIM

SHIM SPACE

SEALANT AND BACKER

ROD

(A) HARBORWALK ENTRY DOOR (B) MAIN ENTRY DOOR

(A) 

(B)
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PAINTED SIGNAGE HISTORIC PRECEDENTS

FORT POINT NEIGHBORHOOD

03-23-2017
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HARBOWALK SIGNAGE WALL
03-23-2017

PROPOSED PAINTED “LOLITA” SIGNAGE 
DIM: 6’-0” H X 9’-0” W

NEW MAHOGANY WOOD CLADDING TO 

WRAP EXISTING BEAMS
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VIEW OF EXTERIOR LANTERN AND SIGNAGE
03-23-2017

PROPOSED PAINTED “LOLITA” SIGNAGE

DIM: 10’-0” H X 15’-6” W

PROPOSED WALL MOUNTED 44” GAS 

SCONCE. SEE CUT SHEETS
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SIGNAGE DIMENSIONS
03-23-2017

NOTE: SIGNAGE DIMENSIONS ARE TAKEN FROM THE MOST FURTHESTMOST POINT OF THE PAINTED SIGN.

EXTERIOR PAINTED SIGN HARBORWALK PAINTED SIGN

6'-
0"

9'-0"

10
'-0

"

15'-6"
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EXTERIOR SIGNAGE ILLUMINATION
03-23-2017

WALL MOUNTED GOOSENECK LIGHTING BRIDGE MOUNTED SPOTLIGHT

IMAGE OF PROPOSED 

GOOSENECK FIXTURE
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WALL MOUNTED GAS LANTERN CUT SHEET
03-23-2017

AMERICANGASLAMP.COMAMERICANGASLAMP.COM

The Kronberg
Model 9000

Post Mount

Wall Mount

Named for the majestic Kronberg 

Mountain in the Appenzell Alps of 

Switzerland, this most regal of our 

lamps embodies the power and 

elegance of old Europe. The Kronberg 

is our largest lamp, standing 44 

inches tall on its elegant scrolled 

supports. Combining scale, detail and 

craftsmanship, the Kronberg is an 

exceptional choice for both magisterial 

residence and historic streetscape.

Pier Mount

As shown with Spike �nial

AMERICANGASLAMP.COM

The Kronberg

Product Overview:

Installation Options:

Illumination Options:

Finish Options:

Sand cast aluminum

CSA approved valve

Flat tempered glass included; additional glass options available*

Crown with Spike !nial included; decorative !nials available* 

Post mount !ts standard 3” outside diameter post

For wall mount, combine with our Universal Bracket

For pier mount, combine with our Large Six-Sided Pier  

Mount or Large Six-Sided Pier Mount with 3” outside  

diameter stud 

Available in all !nish options 

*Additional charges may apply

22” 22” 22”

44” 38” 51”

Mantle Gas Open Flame Gas GasGlow® LED* Candelabra Base
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