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Presenta  on Overview
• Roof Deck & Headhouse
• Front Window, 1st fl oor
• Front Door, hardware & intercom
• Sconce ligh  ng, 3rd fl oor terrace
• Chimney Caps
• Terrace Fence, 3rd fl oor front
• Exhaust louver & spigot, 1st fl oor
• Rear Windows, kitchen 2nd fl oor
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Roof deck & Headhouse

• New wood deck, painted black wrought iron 
railings to match exis  ng third fl oor terrace 
with new headhouse enclosing stairs up from 
third fl oor. Headhouse will be lead coated 
copper standing seam siding and roof.
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South eleva  on (Chestnut Street)
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Aerial view from southwest
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Front Window

• New historic profi le triple wood fi xed case-
ment windows with true divided lights and 
operable transoms replace non-historic wood 
storefront windows
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Boston Sash shop drawings
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Front Door, Hardware & Intercom

• Modifi ed building entrance: tradi  onal door 
replaces wrought iron gate at sidewalk. This 
creates a single point of entry for the single 
family home, rather than maintain the two 
entrances from the previous offi  ce and 
single family usage. Wrought iron fan above 
remains, and with the addi  on of insulated 
glass behind func  ons as a transom window.
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83 Chestnut St - Proposed Front Door Hardware 83 Chestnut St - Proposed Intercom83 Chestnut St - Proposed Mail Slot



Sconce Ligh  ng

• Replace exis  ng sconces and exposed conduit 
at third fl oor terrace
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Existing sconces with exposed conduit and
electrical boxes replaced with “Lyford Wall” 
sconces, recessed electrical boxes and wiring
concealed in wall
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Chimney Caps

• Three gas chimney caps added to exis  ng 
terra co  a chimney pots, painted to match.
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Terrace Fence

• Replace exis  ng ro  ed wood fence at third 
fl oor terrace with new, black painted wood, 
3’ tall English la   ce fence
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Exhaust louver & spigot

• Install 12” x 8” rectangular exhaust louver 
into coal chute opening on south façade. 
Louver to be set into a black painted plywood 
panel that is recessed into the masonry 
opening and concealed with a wrought iron 
grate and insect screen. Replace exis  ng hose 
spigot with new frost free hose spigot.
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exis  ng
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Rear Windows

• New narrow profi le steel frame and mun  n 
insulated glass windows within exis  ng 
masonry window openings at north side of 
house, second fl oor kitchen.
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