
















 (A12) | 12” Cantilever Arm (A24) | 24” Cantilever Arm (S6) | 6” Cantilever Arm

 12.00” 

 6.00” 

 24.00” 

EASE OF INSTALLATION
1). Detemine Orientation
     Orientation can be shifted from up to down by simply rotating the arm clockwise so pins are in opposite end.

2). Attach Arm to Endcap
     Inset pin into groove. Route powerfeed wiring into same end as pin.

3). Rotate and Lock Desired Aiming Angle
     Rotate and lock angle by tightening connector bolts.
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N1 | SPECIFICATION GUIDE
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SERIES LENGTH

FINISH

OUTPUT LED CCT

DIMMING EMERGENCY OPTIONS

VOLTAGE DISTRIBUTION

DIRECT OPTICS MOUNTING
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Nominal 4’
Nominal 8’
Nominal 12’
Nominal length 16’ and over*

a•lightanium™

Satin White
Satin Black

3000K
3500K
4000K

Standard 0-10 Dimming*
Lutron Eco H series (LDE1)

Emergency - battery* New York City Code

Universal 120V - 277V
347V

Broad
Narrow

Glass 12” Cantilever Arms
24” Cantilever Arms
6” Ground Mount

*Specify lengths in 4’ increments

LS
LH

LED Standard Output
LED High Output

ORDERING CODE

N1
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3728 Maritime Way | Oceanside, CA 92056 | 760.727.7675 | alights.com

PROJECT INFO DATE

TYPE QUANTITY

LIGHT LOSS FACTORS
OUTPUT

LH
LS - 50%

4000K
3500K - 97%
3000K - 93%

80+ CRI
90+ CRI - 80%

LED CCT CRI

BASELINE

MOUNTING OPTIONS

(A24) | 24” Cantilever Arm           (A12) | 12” Cantilever Arm(S6) | 6” Cantilever Arm

*Dimming to 1% stated for standard 0-10v dimming

*(1) ILB-SL-CP12 (1200lm for 90min). Specify 
desired quantity of batteries. Not available on 
fixtures < 4” length. Not available for 347V.

PERFORMANCE AT 4000K
NOMINAL LUMEN OUTPUT

1050 lm/ft

527 lm/ft

1085 lm/ft

544 lm/ft

9.5 W/ft

4.75 W/ft

9.5 W/ft

4.75 W/ft

110 lm/W

111 lm/W

114 lm/W

115 lm/W

INPUT WATTS EFFICACY

OUTPUT DISTRIBUTION

High

Standard

Broad

Broad

Narrow

Narrow

Custom tuned output available from 25% to 125% of high output. Please consult factory for custom lumen 
output and wattage.

 

  

Wet Location Rated
IP66 Rated

l i g h t





DF = Diffused Lens
PR = Polar Lens

SK = Silk Lens

iQ LED EXTRUSIONS

ARKA

.32"

.07"

.63"

.63"

.63".66"

● Finish    : ST = Satin  BZ = Bronze  BK = Black
● Lens      : CL = Clear DF = Diffuse  TX = Textured
● Length   : Max = 98.25"
● Tray      : 45º, 60º, 80º, 125º 

● Finish    : ST = Satin  BZ = Bronze  BK = Black
● Lens      : CL = Clear DF = Diffuse  TX = Textured
● Length   : Max = 98.25"
● Tray      : 45º, 60º, 80º, 125º 

NOTE: Custom colors available upon request.

Category Model Finish Lens Length

            

ORDERING GUIDE

  

iQA-ARKA      : Profile Aluminum Extrusions 
Max Length          : 98.43 in
Finish                : Satin (ST), Bronze (BZ), Black (BK)
Material              : Anodized Aluminum 
Lens                       : Diffused (DF), Polar (PR), Silk (SK)
Beam Angle          : 132°
Fits                        : iQ20, iQ54, iQ65, iQ67, iQ68

iQA  -     ARKA     -            -           -             

● Finish    : ST = Satin  BZ = Bronze  BK = Black
● Lens      : DF = Diffused PR = Polar SK = Silk
● Length   : Max = 98.43"
 

 NOTE: The mounting clips work for both ARKA and TELA extrusions.
             Plastic mounting clip ships with Black (BK) and Bronze (BZ) finishes. 
             Stainless Spring Steel mounting clip ships with Satin (ST) finish only. 

Plastic Mounting Clip Stainless Spring Steel Mounting Clip  End Cap

Extrusion with 
Plastic Mounting Clip

Extrusion with 
Stainless Spring Steel Mounting Clip

Extrusion

DIMENSIONS

.56"
.67"

.73"
.79"

.79" .67"

.56"
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2017.V01

1.32" .79"

.79"

.73”

.67”

1.28”

 

.88"

End Cap
.07"

.63"

.63"

PR = PolarDF = Diffused SK = Silk
Wire way



● Q-Tran provided for installation (Up to 
    48"- 2 included; over 48"- 4 included

.56"

.56".79"

.79"

.67"

.73"

iQ LED EXTRUSIONS

ARKA: INSTALLATION INSTRUCTIONS
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Patent Pending

MOUNTING OPTIONS

● Sold separately. See more in 
    VHB Tape cut sheet.

● Purchase from local 
    hardware store.

 

Cove, Under & 
over cabinet:

Ideal for o�ice, retail, 
hospitality, education,
laboratory and residential.

Shelf:

Ideal for o�ice, retail, 
hospitality, education,
laboratory and residential.

Signage:

Ideal for lobby, retail, 
hospitality, institutional,
and transportation.

Display cabinet:

Ideal for retail and 
hospitality.
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VHB Foam TapeClips

iQ-VHB-CON
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iQ-VHB-CON

Strong Stik

 #4 x 5/8" Flat 
 Head SS

   NOTE:  Not rated for walkover

 Plastic Clip 

Stainless Spring 
Steel Clip 

.20”

.62”

Screws

   NOTE: UL listed pending for recessed
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VHB Foam Tape: Sold separately



NOTE: Q-Tran offers multiple LED Chip offerings based upon size and pitch,each  
                utilizing its own binning. Utilization of multiple outputs within the same chip 
                family will ensure flawless color matching and similar overall diffusion.

2016.V02

COMPATIBLE EXTRUSIONS

iQA-WIDE iQA-45DW-RD iQA-45DW-90

NOTE: Can be used in wet locations.

COMPATIBLE POWER SUPPLIES
Interior Applications
• QJB & QJBL 
• Q6M-DC & DC+CAP
• QTM-eLED, QTM-DC & DC+CAP
• iQ-PH

Exterior Applications
• QOM-eLED, QOM-DC & DC+CAP
• Q-SET-eLED & Q-SET-mLED
• Q-HEX-Mini-DC
• iQ-PH
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DIMENSIONS

 .33"

1.97"
Cut Length

LED Seperation

.46"

 .23"

.46"

.23"

NOTE: Cut marks of LED tape allows for changes in the field.

COMPLIANT

iQ67 90 3.235
iQ Series        Color Temp        Chip             CRI         Watts Per FT     Length

- - - - -

FEATURES
• LED life time - 40,000 hours
• Operating temperature: -4ºF ~ +113ºF
• Suitable for dry, damp or wet locations
• Non-Ferrous Material
• 1.97" cut points
• Field cuttable
• 3 year warranty

3.2  watts per foot =  cut every 1.97"

Lead wire comes standard on all LEDs in 18" (20/2 AWG)

iQ67-25-35-90-3.2
Max Run / Reel Length: 30ft* | Color Temp: 2500K |  Voltage: 24VDC
CRI: 90+ |  LM: 79 |  WattsPer Ft: 3.2 |  Lumens Per Ft: 254

iQ67-27-35-90-3.2
Max Run / Reel Length: 30ft* | Color Temp: 2700K |  Voltage: 24VDC
CRI: 90+ |  LM: 79 |  WattsPer Ft: 3.2 |  Lumens Per Ft: 277

iQ67-30-35-90-3.2
Max Run / Reel Length: 30ft* | Color Temp: 3000K |  Voltage: 24VDC
CRI: 90+ |  LM: 79 |  WattsPer Ft: 3.2 |  Lumens Per Ft: 285

iQ67-35-35-90-3.2
Max Run / Reel Length: 30ft* | Color Temp: 3500K |  Voltage: 24VDC
CRI: 90+ |  LM: 79 |  WattsPer Ft: 3.2 |  Lumens Per Ft: 296

iQ67-40-35-90-3.2
Max Run / Reel Length: 30ft* | Color Temp: 4000K |  Voltage: 24VDC
CRI: 90+ |  LM: 79 |  WattsPer Ft: 3.2 |  Lumens Per Ft: 305

*Maximum length for one run of iQ67 LED 3.2. Individual Power supply cut sheets
   will provide max distance/loads per power supply.

Q-Tran’s iQ67 flexible LED tape light is wet listed and available in multiple color temperatures ranging from 2500K – 4000K. 
The 3.2 W/Ft utilizes the 3528 chip, can come in a 30' reel, has cut points of 1.97", can be cut to length in the field or cut to 
length at the Q-Tran factory. The lumen output of this LED makes it perfect for most exterior or interior application where a 
coated LED is required.   

LEAD WIRE

 iQLED TAPE LIGHT 3528 CHIP SERIES  
iQ67 3.2 W/ft: WET RATED

sshein
Rectangle
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