














JCTB-24-1HAFHAW---JCTB-24---1HAFHAF1---JPMA-24-LKC---HAWHAF1-JPMA-24-LKC

JCTB-24-1HAFHAW---JCTB-24---1HAFHAF1---JPMA-24-LKC---HAWHAF1-JPMA-24-LKC

JCTB-24-1HAFHAW---JCTB-24---1HAFHAF1---JPMA-24-LKC---HAWHAF1-JPMA-24-LKC

1 2 3 5

B

A

JOB NO.

D

C

ISSUED FOR:

PERMIT

RECORD

CONSTRUCTION

BID

520 South Main Street, Suite 2531

Akron, OH 44311

Phone: 330.572.2100 Fax: 330.572.2101

2019190.07

P
N

C
 
B

A
N

K
 
-
 
B

O
Y

L
S

T
O

N

7
2
9
 
B

O
Y

L
S

T
O

N
 
S

T
R

E
E

T

B
O

S
T

O
N

,
 
M

A
 
0
2
1
1
6

-

-

-

-

GENERAL NOTES

1

FLOOR PLAN 

 

1/4"=1'-0"

A. DO NOT SCALE FROM DRAWINGS.

B. EXISTING CONDITIONS ARE BASED ON RECORD DRAWINGS PROVIDED BY OTHERS AND THEREFORE HAS

NOT BEEN CONFIRMED WITH ACTUAL EXISTING CONDITIONS.

C. DESIGN PROFESSIONAL OF RECORD IS REQUIRED TO CONFIRM EXISTING CONDITIONS PRIOR TO THE

COMMENCEMENT OF CONSTRUCTION DRAWINGS.

D. THIS DRAWING IS DIAGRAMMATIC IN NATURE FOR PRELIMINARY SPACE PLANNING PURPOSES ONLY. NOT

FOR BIDDING, PERMITTING AND CONSTRUCTION\.

E. IT IS TO BE ASSUMED THAT THERE IS NO WORK IN AREAS IN GRAY UNLESS DIRECTED BY PNC.

F. PNC FINISH PALLET: SIGNATURE
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PRIVACY VINYL

ARTWORK

MARKETING PANELS

GRAY ABSTRACT WALL COVERING

ENTRANCE

CUSTOMER

-

LOBBY 1

100

LOBBY 2

101

AREA

GATHERING

102

HUB

THE

109

HUB

108

HALL

111

ROOM

WORK

107

ELEC

113

MECH.

114

RESTROOM

EXIST

118

FLEX

120

COLLABORATIVE

122

OFF STAGE

MAIN LIVING ROOM

104

OFF STAGE

PRIVATE

106

ROOM

BREAK

115

HALL

103

HALL

123

VESTIBULE

EXIST

-

AREA

COMMON

EXIST.

-

FLEX

117

RESTROOM

EXIST

119

FLEX

121

WELCOME DESK

MURAFLEX SLIDING

PARTITION

FREE

STANDING

WALK-UP NCR

6682 WITH

SURROUND

WOOD WELCOME WALL WITH 2x2 ARRAY OF  MONITORS

GATHERING TABLE

WITH 49" TOUCH

SCREEN MONITOR

30" WIDE LATERAL FILE

49" MONITOR

PHYSICAL

SECURITY TO

DETERMINE IF

CARD ACCESS IS

REQUIRED

EXIT ONLY

COLUMN

COLUMN

DATA

RACK

ELECTRICAL PANELS

DN

SMALL

275-30

TL-SAFE

OFF STAGE WORK COUNTER

HAWORTH ENCLOSE

PARTITIONS WITH

'EYEBROW' ABOVE  TYP.

ADA DRINKING FOUNTAIN

FIRE EXTINGUISHER

COAT HOOKS

LOCKER

STACK (3)

EXISTING RAILING

TO BE REMOVED

FOR CUSTOMER TO

ACCESS EXISTING

DOOR. UPON

LANDLORD

APPROVAL.

ROOM

WORK

110

30" WIDE LATERAL FILE

49" MONITOR

43" MONITOR

ON FURNITURE

49" MONITOR

DOORS TO BE

REPLACED WITH

STOREFRONT

WINDOWS

DOORS TO BE

REPLACED WITH THE

STANDARD

STOREFRONT

WINDOWS & DOORS

SECURED

CARD READER

ACCESS

 ATM T.B.D

INTERIOR BRICK TO

REMAIN EXPOSED

W/ EXISTING FINISH

INTERIOR BRICK TO

REMAIN EXPOSED

W/ EXISTING FINISH

UP

JAN

116

STOREFRONT

AWNINGS TO BE

REMOVED

5" SECURITY

MONITOR TO BE

ADDED TO ROOM

5" SECURITY

MONITOR TO BE

ADDED TO ROOM

EXISTING

SPRINKLER

RISER

EXISTING

RAMP UP 3/4"

EXISTING

RAMP UP 1"

EXISTING

RAMP UP 1"

3/4" EXISTING SLOPE UP IN

BOTH DIRECTIONS

MICR

I.C.I.

MACHINE

 MFD

12" COUNTER

BASE

CABINETS

5" SECURITY

MONITOR TO BE

ADDED TO ROOM

G.C. TO NOTIFY ARCHITECT

OF RECORD IF WINDOW

SHOWN CANNOT BE

INSTALLED DUE TO

EXISTING CONDITIONS

G.C. TO VERIFY IF DOOR

CAN BE INSTALLED AS

SHOWN. NOTIFY ARCHITECT

OF RECORD AND LANDLORD

IF PLACEMENT IS NOT

POSSIBLE DUE TO EXISTING

CONDITIONS

(3) 42" LATERAL FILES

30" WIDE LATERAL FILE

STORAGE

105

WORK STATION

36"W X 18"D X 87"H

OPEN METAL SHELVING

UP

DN

5" SECURITY

MONITOR TO BE

ADDED TO ROOM

5" SECURITY

MONITOR TO BE

ADDED TO ROOM

5" SECURITY

MONITOR TO BE

ADDED TO ROOM

HALL

112

G.C. TO NOTIFY ARCHITECT

OF RECORD IF EXISTING

WALL SHOWN CANNOT BE

REMOVED DUE TO EXISTING

CONDITIONS

SECURED

CARD READER

ACCESS

NEW STAIRS &

RAILING
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TOP OF COPING

EL. = ±15'-9" A.F.F.(F.V.)

BASE OF CORNICE

EL. = ±14'-7 5/8" A.F.F.(F.V.)

WALL STEP

EL. = ±8'-11" A.F.F.(F.V.)

TOP OF COPING

EL. = ±17'-2 1/8" A.F.F.(F.V.)
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FINISH FLOOR

EL. = ±0'-0" A.F.F.

EXISTING TO REMAIN

TOP OF COPING

EL. = ±15'-9" A.F.F.(F.V.)

BASE OF CORNICE

EL. = ±14'-7 5/8" A.F.F.(F.V.)

WALL STEP

EL. = ±8'-11" A.F.F.(F.V.)

FINISH FLOOR

EL. = ±0'-0" A.F.F.
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GENERAL ELEVATION NOTES
#

A. GENERAL CONTRACTOR TO COORDINATE AND SCHEDULE SIGNAGE INSTALLATION WITH THE

SIGNAGE CONTRACTOR.

B. GENERAL CONTRACTOR SHALL COORDINATE WITH ELECTRICAL CONTRACTOR TO FURNISH AND

INSTALL ELECTRICAL CIRCUITS INCLUDING ALL CONDUIT, WIRE, CONNECTIONS, AND BREAKER AT

PANEL BOARD NECESSARY TO SERVE SIGNAGE.

C. SIGNAGE CONTRACTOR TO INSTALL SIGNAGE IN COMPLIANCE WITH LOCAL JURISDICTIONAL

REQUIREMENTS.

D. GENERAL CONTRACTOR TO CLEAN, PATCH AND REPAIR EXISTING EXTERIOR AS REQUIRED TO LIKE

NEW CONDITIONS.

ELEVATION KEYNOTESEXTERIOR FINISH SCHEDULE

XX

SCALE:

1 EXTERIOR ELEVATION - FRONT

A-300 3/8"=1'-0"

1. NEW  1" SQUARE TUBULAR AWNING FRAME WITH CUSTOM FABRIC AWNING.

2. NEW ILLUMINATED BLADE SIGN BY SIGNAGE VENDOR.  SIGNAGE SHOWN FOR REFERENCE ONLY -

TO BE SUBMITTED UNDER SEPARATE COVER.

3. NEW NICHIHA ILLUMINATION PANELS OVER EXISTING CONSTRUCTION TO REMAIN.

4. NEW ILLUMINATED SIGN BY SIGNAGE VENDOR.  SIGNAGE SHOWN FOR REFERENCE ONLY - TO BE

SUBMITTED UNDER SEPARATE COVER.

5. NEW METAL COPING.  SEE WALL SECTIONS FOR MORE INFORMATION.

6. PAINT EXISTING WOOD PER EXTERIOR FINISH SCHEDULE.  ENSURE WOOD IS IN GOOD CONDITION

PRIOR TO PAINTING.  IF WOOD IS DAMAGED OR COMPROMISED, REPLACE WITH PRESSURE

TREATED WOOD OR COMPOSITE PRODUCT.

7. EXISTING DARK BRONZE  STOREFRONT SYSTEM TO REMAIN.  PROTECT DURING CONSTRUCTION.

8. EXISTING TRIM AROUND DOOR GLAZING AND DOOR PANEL TO BE PAINTED P-1.

9. EXISTING TRANSOM WINDOWS TO REMAIN.  TRIM TO BE PAINTED P-1.

10. NEW STOREFRONT GLAZING TO MATCH ADJACENT DARK BRONZE STOREFRONT SYSTEM.

11. EXISTING BASE OF WALL TO BE PAINTED P-1.

12. EXISTING WINDOWS TO REMAIN.  TRIM  TO BE PAINTED P-1.

13. EXISTING FIRE DEPARTMENT CONNECTION TO REMAIN.  INSTALL NEW NICHIHA PANELS AROUND

PIPING.

14. EXISTING STONE FACADE TO REMAIN.  PROTECT DURING DEMOLITION AND CONSTRUCTION.

15. EXISTING CORNICE AND DENTIL TO BE PAINTED P-1.

16. EXISTING GLASS ENTRY CANOPY ELEMENT TO BE PAINTED P-1 AS INDICATED.

FCP1

CUSTOM FABRIC AWNING

COLOR: TO MATCH PANTONE 540 (PNC BLUE) POWERLINK

FCP2

FIBER CEMENT PANEL

MFG: NICHIHA ILLUMINATION SERIES AWP

COLOR: COLOR TO MATCH BENJAMIN MOORE PEWTER 2121-30

FIBER CEMENT PANEL

MFG:  NICHIHA ILLUMINATION SERIES AWP

COLOR: COLOR TO MATCH BENJAMIN MOORE GRAY 2121-10

FA-1

MC-1

PREFORMED METAL COPING SYSTEM

MFG: ENGLERT

MATERIAL: KYNAR 500

COLOR: COLOR TO MATCH FCP2

METAL FINISH

MFG: STOREFRONT

COLOR: TO MATCH EXISTING DARK BRONZE  (VERIFY IN FIELD)

M-1

EXTERIOR PAINT ON EXISTING WOOD / METAL / CONCRETE

& NEW CORNICE

COLOR:  COLOR TO MATCH BENJAMIN MOORE GRAY 2121-10

P-1
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SCALE:

2 EXTERIOR ELEVATION - SIDE

A-300 3/8"=1'-0"

#

PLAN KEYNOTES

1. DASHED LINE INDICATES EXTENTS OF NEW FABRIC AWNING, ABOVE.  SEE EXTERIOR ELEVATIONS

AND WALL SECTIONS.

2. DASHED LINES INDICATE NEW ILLUMINATED BLADE SIGN BY SIGNAGE VENDOR, ABOVE.  SIGNAGE

SHOWN FOR REFERENCE ONLY - TO BE SUBMITTED UNDER SEPARATE COVER.

3. NEW NICHIHA ILLUMINATION FIBER CEMENT PANELS OVER SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS SHEATHING ON 3-5/8" METAL STUDS @16" O.C. OVER EXISTING

FACADE CONSTRUCTION.

4. REMOVE PORTION OF EXISTING RAILING AND GATE SHOWN DASHED TO ALLOW FOR NEW

CONSTRUCTION.

5. EXISTING RAILING SYSTEM TO REMAIN.  PROTECT DURING CONSTRUCTION.

6. PAINT EXISTING WOOD PER EXTERIOR FINISH SCHEDULE.  ENSURE WOOD IS IN GOOD CONDITION

PRIOR TO PAINTING.  IF WOOD IS DAMAGED OR COMPROMISED, REPLACE WITH PRESSURE

TREATED WOOD OR COMPOSITE PRODUCT.

7. NEW STOREFRONT GLAZING TO MATCH ADJACENT DARK BRONZE STOREFRONT SYSTEM.

8. EXISTING TRIM AROUND DOOR GLAZING AND DOOR PANEL TO BE PAINTED P-1.

9. NEW NICHIHA ILLUMINATION FIBER CEMENT PANELS OVER SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS SHEATHING ON 3/4" METAL CHANNEL FURRING @16" O.C. OVER

EXISTING FACADE CONSTRUCTION.

10. REMOVE PORTION OF EXISTING CURB AND PATIO CONSTRUCTION TO PREPARE FOR NEW RAMP.

11. EXISTING STOREFRONT ENTRY DOORS AND TRANSOM TO REMAIN.  PROTECT DURING

CONSTRUCTION.

12. EXISTING WINDOWS TO REMAIN.  TRIM  TO BE PAINTED P-1.

13. EXISTING FIRE DEPARTMENT CONNECTION TO REMAIN.  INSTALL NEW NICHIHA PANELS AROUND

PIPING.

14. NEW NICHIHA ILLUMINATION FIBER CEMENT PANELS OVER SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS SHEATHING ON 1-5/8" METAL STUDS @16" O.C. OVER EXISTING

FACADE CONSTRUCTION.

15. NEW ACCESSIBLE CONCRETE RAMP CONSTRUCTION.

16. NEW FLAT CONCRETE PAD AT DOOR.

17. DASHED LINE INDICATES NEW SOFFIT ABOVE.
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3 ENLARGED NEW FACADE PLAN
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1'-11 5/8"

PREFINISHED METAL COPING

TOP OF COPING

EL. = ±15'-9" A.F.F.(F.V.)

PREFABRICATED FIBERGLASS CORNICE

- EDON CR-232 (OR APPROVED EQUAL)
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BASE OF CORNICE

EL. = ±14'-7 5/8" A.F.F.(F.V.)

P
-
1

NICHIHA ILLUMINATION FIBER CEMENT

PANELS OVER SELF-ADHERED

WATERPROOFING MEMBRANE ON 1/2"

DENSGLASS SHEATHING ON 3-5/8"

METAL STUDS @16" O.C. OVER

EXISTING FACADE CONSTRUCTION

1/4" SMOOTH HARDIESOFFIT PANEL OVER

SELF-ADHERED WATERPROOFING MEMBRANE

ON 1/2" DENSGLASS SHEATHING ON 3-5/8"

METAL STUDS @16" O.C. OVER EXISTING

FACADE CONSTRUCTION.  PAINT

CONTINUOUS FLASHING AT TOP OF

FABRIC AWNING ASSEMBLY

 1" SQUARE TUBULAR AWNING FRAME

WITH CUSTOM FABRIC AWNING

NICHIHA ILLUMINATION FIBER

CEMENT PANEL

FA-1

FCP1

EXISTING STOREFRONT

CONSTRUCTION TO REMAIN

PAINT EXISTING WOOD TRIM

P-1

P-1

EXISTING STOREFRONT

CONSTRUCTION TO REMAIN

WALL STEP

EL. = ±8'-11" A.F.F.(F.V.)
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PREFINISHED METAL COPING

TOP OF COPING
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EL. = ±14'-7 5/8" A.F.F.(F.V.)
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NICHIHA ILLUMINATION FIBER CEMENT

PANELS OVER SELF-ADHERED

WATERPROOFING MEMBRANE ON 1/2"

DENSGLASS SHEATHING ON 3-5/8"

METAL STUDS @16" O.C. OVER

EXISTING FACADE CONSTRUCTION

1/4" SMOOTH HARDIESOFFIT PANEL OVER

SELF-ADHERED WATERPROOFING MEMBRANE

ON 1/2" DENSGLASS SHEATHING ON 3-5/8"

METAL STUDS @16" O.C. OVER EXISTING

FACADE CONSTRUCTION.  PAINT

CONTINUOUS FLASHING AT TOP OF

FABRIC AWNING ASSEMBLY

 1" SQUARE TUBULAR AWNING FRAME

WITH CUSTOM FABRIC AWNINGFA-1

PAINT EXISTING WOOD TRIM

P-1

P-1

WALL STEP

EL. = ±8'-11" A.F.F.(F.V.)

PREFINISHED METAL COPING

TOP OF COPING
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NICHIHA ILLUMINATION FIBER CEMENT

PANELS OVER SELF-ADHERED

WATERPROOFING MEMBRANE ON 1/2"

DENSGLASS SHEATHING ON 3-5/8"

METAL STUDS @16" O.C. OVER

EXISTING FACADE CONSTRUCTION
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11 1/8"

OVERHANG  FLASHING BY PANEL

MANUFACTURER, TYP.

1/4" SMOOTH HARDIESOFFIT

PANEL OVER SELF-ADHERED

WATERPROOFING MEMBRANE ON

1/2" DENSGLASS SHEATHING ON

3-5/8" METAL STUDS @16" O.C.

OVER EXISTING FACADE

CONSTRUCTION. PAINT P-1

1'-1 1/2"

WALL STEP

EL. = ±8'-11" A.F.F.(F.V.)

ESSENTIAL STARTER FLASHING

BY PANEL MANUFACTURER, TYP.

BASE OF NICHIHA

EL. = ±0'-8" A.F.F.(F.V.)

EX. FINISH FLOOR

EL. = ±0'-0" A.F.F.(F.V.)

1/4" SMOOTH HARDIESOFFIT PANEL

OVER SELF-ADHERED

WATERPROOFING MEMBRANE ON

1/2" DENSGLASS SHEATHING ON

3-5/8" METAL STUDS @16" O.C.

OVER EXISTING FACADE

CONSTRUCTION . PAINT

STARTER TRACK BY PANEL

MANUFACTURER, TYP.

P-1

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS

@16" O.C. OVER EXISTING FACADE

CONSTRUCTION

NICHIHA ILLUMINATION FIBER

CEMENT PANELS

2'-0 5/8"

PREFINISHED METAL COPING

TOP OF COPING
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PANEL OVER SELF-ADHERED

WATERPROOFING MEMBRANE ON
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3-5/8" METAL STUDS @16" O.C.

OVER EXISTING FACADE
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SCALE:

1 EXTERIOR WALL SECTION

A-310 1"=1'-0" SCALE:

2 EXTERIOR WALL SECTION

A-310 1"=1'-0" SCALE:

3 EXTERIOR WALL SECTION

A-310 1"=1'-0" SCALE:

4 EXTERIOR WALL SECTION

A-310 1"=1'-0"
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NICHIHA SINGLE FLANGE SEALANT

BACKER WITH SEALANT

NICHIHA FIBER CEMENT PANEL

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS

@ 16" O.C.

EXISTING FACADE TO REMAIN

NICHIHA FIBER CEMENT PANEL

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING

3-5/8" METAL STUDS @ 16" O.C.

NICHIHA ULTIMATE CLIP

NICHIHA CORNER KEY TRIM

PAINTED TO MATCH ADJACENT

PANELS

PRESSURE TREATED WOOD

BLOCKING

LAYER  WATERPROOFING

MEMBRANE AT CORNER

HEX-HEAD SCREW WITH NEOPRENE

WASHER (24" O.C. MAX.)

CONTINUOUS PRESSURE TREATED

2X4 WOOD BLOCKING

PREFINISHED METAL COPING WITH

CLEATS TO MATCH NICHIHA PANEL

FIBER CEMENT PANEL SPACER

FIBER CEMENT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @ 16"

O.C. ATTACHED TO EXISTING FACADE

EXISTING CONSTRUCTION (SHOWN

SHADED) TO REMAIN, TYP.

NOTE:  EXISTING COPING TO BE REMOVED.

EXACT CONDITION OF COPING NOT KNOWN -

FIELD VERIFY.

3/8 " BACKER ROD AND SEALANT,

COLOR TO MATCH FIBER CEMENT

PANEL

PREFABRICATED FIBERGLASS

CORNICE - EDON CR-232 (OR

APPROVED EQUAL). PAINT P-1.

1/4" SMOOTH HARDIESOFFIT PANEL OVER SELF-ADHERED

WATERPROOFING MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @16" O.C. OVER

EXISTING FACADE CONSTRUCTION

FIBER CEMENT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @ 16"

O.C. ATTACHED TO EXISTING FACADE

FIBER CEMENT PANEL STARTER

TRACK BY PANEL MANUFACTURER

CONTINUOUS FLASHING AT

TOP OF TUBULAR AWNING

FIBER CEMENT PANEL SPACER

3/8 " BACKER ROD AND SEALANT,

COLOR TO MATCH FIBER CEMENT

PANEL

FIBER CEMENT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @ 16"

O.C. ATTACHED TO EXISTING FACADE

 1" SQUARE TUBULAR AWNING FRAME

WITH CUSTOM FABRIC AWNING

FIBER CEMENT PANEL SPACER

CONTINUOUS PRESSURE TREATED

2X4 WOOD BLOCKING

3/8 " BACKER ROD AND SEALANT, COLOR TO

MATCH FIBER CEMENT PANEL

SEALANT, COLOR TO MATCH FIBER CEMENT PANEL

1/4" SMOOTH HARDIESOFFIT PANEL OVER SELF-ADHERED

WATERPROOFING MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @16" O.C. OVER

EXISTING FACADE CONSTRUCTION

FIBER CEMENT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @ 16"

O.C. ATTACHED TO EXISTING FACADE

FIBER CEMENT PANEL STARTER

TRACK BY PANEL MANUFACTURER

CONTINUOUS FLASHING AT

TOP OF TUBULAR AWNING

3/8 " BACKER ROD AND SEALANT,

COLOR TO MATCH FIBER CEMENT

PANEL

 1" SQUARE TUBULAR AWNING FRAME

WITH CUSTOM FABRIC AWNING

SEALANT, COLOR TO MATCH FIBER

CEMENT PANEL

BRAKE METAL PANEL (TO MATCH

FCP1) OVER  SELF-ADHERED

WATERPROOFING MEMBRANE

1/4" SMOOTH HARDIESOFFIT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @16"

O.C. OVER EXISTING FACADE

CONSTRUCTION

FIBER CEMENT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @ 16"

O.C. ATTACHED TO EXISTING FACADE

FIBER CEMENT PANEL STARTER

TRACK BY PANEL MANUFACTURER

OVERHANG  FLASHING BY

PANEL MANUFACTURER, TYP.

3/8 " BACKER ROD AND SEALANT,

COLOR TO MATCH FIBER CEMENT

PANEL

FIBER CEMENT PANEL SPACER

FIBER CEMENT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @ 16"

O.C. ATTACHED TO EXISTING FACADE

SEALANT, COLOR TO MATCH FIBER

CEMENT PANEL

FIBER CEMENT PANEL STARTER

TRACK BY PANEL MANUFACTURER

ESSENTIAL STARTER FLASHING BY

PANEL MANUFACTURER, TYP.

FIBER CEMENT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS

@ 16" O.C. ATTACHED TO FACADE

CONSTRUCTION

1/4" SMOOTH HARDIESOFFIT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @16"

O.C. OVER EXISTING FACADE

CONSTRUCTION

EXISTING CONSTRUCTION

(SHOWN SHADED) TO

REMAIN, TYP.

CONTINUOUS SEALANT

1/4" SMOOTH HARDIESOFFIT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @16"

O.C. OVER EXISTING FACADE

CONSTRUCTION

EXISTING STOREFRONT CONSTRUCTION

TO REMAIN

FIBER CEMENT PANEL OVER

SELF-ADHERED WATERPROOFING

MEMBRANE ON 1/2" DENSGLASS

SHEATHING ON 3-5/8" METAL STUDS @ 16"

O.C. ATTACHED TO EXISTING FACADE

FIBER CEMENT PANEL STARTER

TRACK BY PANEL MANUFACTURER

OVERHANG  FLASHING BY

PANEL MANUFACTURER, TYP.

3/8 " BACKER ROD AND SEALANT,

COLOR TO MATCH FIBER CEMENT

PANEL

SEALANT, COLOR TO MATCH FIBER

CEMENT PANEL
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2 EXTERIOR WALL DETAIL

A-311 3"=1'-0"

SCALE:

1 EXTERIOR WALL DETAIL
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SCALE:

5 EXTERIOR WALL DETAIL
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SCALE:

3 EXTERIOR PLAN DETAIL

A-311 3"=1'-0"

SCALE:

4 EXTERIOR PLAN DETAIL

A-311 3"=1'-0"

SCALE:

7 EXTERIOR WALL DETAIL

A-311 3"=1'-0"
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