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A. DO NOT SCALE DRAWINGS.

B. THE BUILDING IS TO BE CONSTRUCTED IN COMPLIANCE WITH ASHRAE 90.1 OR PER THE LOCAL ENERGY

CODE REQUIREMENTS.

C. IT IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO CROSS-CHECK THE MEP DRAWINGS WITH

THE ARCHITECTURAL DRAWINGS PRIOR TO THE ORDERING / INSTALLATION OF MECHANICAL, ELECTRICAL,

AND PLUMBING WORK.  ANY DISCREPANCIES BETWEEN THE ARCHITECTURAL AND MEP DRAWINGS SHALL

BE BROUGHT TO THE ARCHITECTS ATTENTION FOR IMMEDIATE CLARIFICATION.

D. COORDINATE WORK WITH OTHER TRADES, EQUIPMENT FURNISHED BY OTHERS, REQUIREMENTS OF THE

TENANT AND LANDLORD/BUILDING OWNER, AND THE CONSTRAINTS OF THE EXISTING CONDITIONS OF THE

PROJECT SITE.  COORDINATE THE INSTALLATION WITH OTHER TRADES AS REQUIRED TO ENSURE A NEAT

AND ORDERLY INSTALLATION. NOTIFY ARCHITECT/ENGINEER OF ANY DISCREPANCIES BEFORE STARTING

WORK.

E. GENERAL CONTRACTOR AND SUB-CONTRACTORS SHALL CAREFULLY REVIEW THE CONSTRUCTION

DOCUMENTS.  INFORMATION REGARDING THE COMPLETE WORK IS DISPERSED THROUGHOUT THE

DOCUMENT SET AND CANNOT BE ACCURATELY DETERMINED WITHOUT REFERENCE TO THE COMPLETE

DOCUMENT SET.

F. WHERE THERE MAY BE A CONFLICT IN THE SPECIFICATIONS AND/OR DRAWINGS, THEN THE MORE

EXPENSIVE LABOR, MATERIALS AND EQUIPMENT SHALL BE ASSUMED TO BE REQUIRED AND SHALL BE

PROVIDED BY THE GENERAL CONTRACTOR TO THE SATISFACTION OF THE TENANT.

G. WHEN WORK, NOT SPECIFICALLY CALLED OUT, IS REQUIRED TO COMPLETE THE PROJECT, IT SHALL BE

PROVIDED BY THE GENERAL CONTRACTOR WITH THE BEST MATERIALS AND WORKMANSHIP.

H. G.C. TO REPLACE ALL CARPET WHERE DEMOLITION OCCURS TO MATCH EXISTING TO REMAIN.

PLAN KEYNOTESGENERAL NOTES LEGEND

N

GRAY ABSTRACT WALL COVERING

ENHANCED PRIVACY POWERLINK OFFICE VINYL

ADJACENT TENANT, NO WORK IN THIS

AREA.

PNC ACCENT PAINT; SHERWIN WILLIAMS; SW 2137; SEA HAZE
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CUSTOMER

-

LOBBY 1
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OFF STAGE

MAIN LIVING ROOM
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110
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116
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112

1. NEW SMALL 'POPPY' CHAIRS (2) WITH OCCASIONAL TABLE (1) BY OTHERS. G.C. TO COORDINATE PLACEMENT

WITH PNC.

2. BENCH SEATING SET (TYP. OF 1)  BY OTHERS. G.C. TO COORDINATE PLACEMENT WITH PNC.

3. WELCOME  DESK BY OTHERS.  G.C. TO COORDINATE PLACEMENT WITH PNC.

4. CEILING CLOUD ELEMENTS, SEE REFLECTED CEILING PLAN ON SHEET A-110.

5. NEW FREE-STANDING, WALK-UP ATM. G.C. TO COORDINATE PLACEMENT OF ATM AND ATM MARKETING

SURROUND WITH PNC.

6. ICI MACHINE AND MOBILE CART TO BE PROVIDED BY PNC.

7. SHRED BIN. G.C. TO COORDINATE PLACEMENT WITH PNC..

8. MFD PRINTER TO BE PROVIDED BY PNC.

9. MICR PRINTER PROVIDED BY PNC.

10. CASH SAFE.  G.C. TO COORDINATE PLACEMENT WITH PNC

11. HEAVY-DUTY OPEN SHELVING.  G.C. TO COORDINATE PLACEMENT WITH PNC.

12. MOBILE PEDESTAL BY OTHERS. G.C. TO COORDINATE PLACEMENT WITH PNC AND VENDOR.

13. 30" WIDE FILE (2 HIGH). COORDINATE PLACEMENT WITH PNC.

14. 42" WIDE FILE (5 HIGH). COORDINATE PLACEMENT WITH PNC

15. 43" MONITOR WITH RECESSED MOUNTING ASSEMBLY.  REFER TO INTERIOR ELEVATIONS.

16. 55" MONITOR MONITOR WITH RECESSED MOUNTING ASSEMBLY.  REFER TO INTERIOR ELEVATIONS.

17. 98" MONITOR IN WOOD FEATURE WALL MONITOR WITH RECESSED MOUNTING ASSEMBLY.   REFER TO

INTERIOR ELEVATIONS.

18. "WELCOME" SIGN. SEE INTERIOR ELEVATIONS.

19. BASE CABINETRY. COORDINATE WITH PNC AND VENDOR. REFER TO INTERIOR ELEVATIONS.

20. WALL CABINETRY. COORDINATE WITH PNC AND VENDOR. REFER TO INTERIOR ELEVATIONS.

21. COUNTERTOP WITH SUPPORT BRACKETS.  BRACKETS TO BE PAINTED TO MATCH ADJACENT WALL, SEE

SHEETS I-501.

22. 18" STEEL UNDER-COUNTER PEDESTALS. G.C. TO COORDINATE PLACEMENT WITH PNC AND VENDOR

23. GRAY ABSTRACT WALL COVERING. PROVIDED BY PNC AND INSTALLED BY G.C. G.C. TO INSURE AREA TO

RECEIVE WALL COVERING HAS A LEVEL 5 FINISH.  REFER TO INTERIOR ELEVATIONS.

24. ENHANCED PRIVACY POWERLINK OFFICE VINYL TO BE INSTALLED OVER GLAZING. PROVIDED BY PNC AND

INSTALLED BY PNC. REFER TO INTERIOR ELEVATIONS.

25. GRAY ACCENT PAINT. SEE INTERIOR ELEVATIONS.

26. TOP HANGING  24" X 48"  TWO-SIDED LIGHT BOX PROVIDED BY PNC AND INSTALLED BY G.C. REFER TO

ELECTRICAL DRAWINGS.

27. OFFICE FRONT INTERIOR SAFETY GLAZING SYSTEM AND DOORS SUPPLIED AND INSTALLED BY OTHERS.

28. FURNITURE. PROVIDED BY PNC AND VENDOR.INSTALLED BY G.C.. G.C. TO COORDINATE PLACEMENT WITH

PNC.

29. GATHERING TABLE AND  SEATING BY OTHERS. G.C. TO COORDINATE PLACEMENT WITH PNC.

30. ACCESSIBLE WATER COOLER. REFER TO PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION.

31. NEW SERVICE SINK. REFER TO PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION.

32. ELECTRICAL PANEL. REFER TO ELECTRICAL DRAWINGS FOR ADDITIONAL INFORMATION.

33. IT RACK.  REFER TO ELECTRICAL DRAWINGS FOR ADDITIONAL INFORMATION.

34. ORANGE TYPO WALL COVERING. PROVIDED BY PNC AND INSTALLED BY G.C. G.C. TO INSURE AREA TO

RECEIVE WALL COVERING HAS A LEVEL 5 FINISH. REFER TO INTERIOR ELEVATIONS.

35. FLUSH-MOUNTED 43" MONITOR WITHIN CREDENZA ON CUSTOMER SIDE.

36. FLUSH-MOUNTED 43" MONITOR MOUNTED ON MOBILE PEDESTAL.

37. PREFABRICATED  48" X 48" STEEL PLATFORM WITH STAIR, 25" H X 48"

38. 1 1/2" SQUARE TUBE RAILING BY PREFABRICATED   MANUFACTURER

ORANGE TYPO WALL COVERING

OFF STAGE

PRIVATE
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GENERAL DEMOLITION NOTES

#

A. ALL DEMOLITION WORK AND DISPOSAL SHALL BE DONE IN ACCORDANCE WITH LOCAL AND

REGIONAL CODES.  CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DEMOLITION PERMITS AND

FEES.

B. COMPLETELY REMOVE ITEMS TO BE DEMOLISHED LEAVING SURFACE CLEAN, SOLID, AND READY TO

RECEIVE NEW MATERIALS SPECIFIED ELSEWHERE.  ALL DEMOLISHED CONSTRUCTION WASTE

SHALL BE RECYCLED.  G.C. TO COORDINATE AND SHALL COMPLETELY REMOVE MATERIALS FROM

THE JOB SITE.

C. IN THE EVENT OF DEMOLITION OF ITEMS NOT SCHEDULED TO BE REMOVED, PROMPTLY REPLACE

SUCH ITEMS TO THE APPROVAL OF THE ARCHITECT, AND AT NOT ADDITIONAL COST TO THE OWNER

OR TENANT.

D. PROVIDE PROTECTION FOR REMAINING FINISHES, GLAZING AND OTHER ITEMS FROM DAMAGE DUE

TO NEW CONSTRUCTION WORK.

KEYNOTES

1. ALL EXISTING GOOSE NECK LIGHT FIXTURES AND ASSOCIATED WIRING TO BE REMOVED.

2. EXISTING PAINTED WOOD CORNICE TO REMAIN.

3. EXISTING PAINTED WOOD LATTICE TO REMAIN.

4. DASHED LINES INDICATE EXISTING TENANT SIGNAGE TO BE REMOVED IN IT'S ENTIRETY.

5. EXISTING PAINTED WOOD TRIM  TO REMAIN.

6. EXISTING PAINTED WOOD TRIM CAP TO BE REMOVED IN IT'S ENTIRETY.

7. REMOVE EXISTING FABRIC AWNING AND METAL FRAME IN IT'S ENTIRETY.

8. EXISTING WINDOW TO REMAIN.  PROTECT DURING DEMOLITION AND CONSTRUCTION.

9. EXISTING FIRE DEPARTMENT CONNECTION TO REMAIN.

10. EXISTING DOOR, FRAME AND HARDWARE TO BE REMOVED IN IT'S ENTIRETY.  PREPARE FOR NEW

STOREFRONT INSTALLATION.

11. DASHED LINE EXISTING RAILING SYSTEM TO REMAIN.  MODIFY PER FLOOR PLAN.

12. EXISTING STOREFRONT DOORS TO REMAIN.  PROTECT DURING DEMOLITION AND CONSTRUCTION.

13. REMOVE EXISTING PAINTED WOOD CORNICE  AS SHOWN.

14. EXISTING STONE VENEER TO REMAIN.   PROTECT DURING DEMOLITION AND CONSTRUCTION.

15. EXISTING PLAQUES TO BE REMOVED AND SAVED FOR REINSTALLATION ON NEW FACADE.

16. EXISTING METAL AND GLASS AWNING TO BE REMOVED IN IT'S ENTIRETY.  PATCH ANY HOLES IN

STONE FACADE.

SCALE:

1 DEMOLITION EXTERIOR ELEVATION - FRONT

D-300 3/8"=1'-0"

SCALE:

1 DEMOLITION EXTERIOR ELEVATION - SIDE

D-300 3/8"=1'-0"
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