
           

   

 

 

An Equal Opportunity Employer M/F/V/H 

November 22, 2019 
File No. 18.0174177.00 
 
Boston Conservation Commission 
1 City Hall Square, Room 709 
Boston, MA 02201 
 
Re:  Notice of Intent Permit Application 
  Proposed Seawall Repair Project 
  Dorchester Yacht Club, 100 Playstead Road 
  Dorchester, Massachusetts 
 
Dear Commission Members: 
 
On behalf of the Dorchester Yacht Club, GZA GeoEnvironmental, Inc. has prepared this Notice 
of Intent Permit Application for the above‐referenced project. This application is being filed in 
accordance with the requirements of the Massachusetts Wetlands Protection Act and the City 
of Boston Conservation Commission requirements. Enclosed please find two (2) copies of the 
Notice of Intent (NOI) for the above referenced project. An electronic file has also been sent 
to your office, as required.   Per the email from Nicolas Moreno, received Friday November 22, 
2019, we have included the additional information as requested.  
 
The proposed project consists of the repairs to concrete portions of the existing seawall at the 
Dorchester Yacht Club including concrete crack patching, new reinforced concrete and filling 
of voids and sinkholes behind the seawall. 
 
Additional information, including potential wetland impacts and mitigation, is presented in the 
Project Narrative included in the Notice of Intent. As required, one (1) copy of the Notice of 
Intent has been submitted to the Northeast Regional Office of the Massachusetts Department 
of  Environmental  Protection  (MADEP),  and  one  (1)  copy  to  the Massachusetts  Division  of 
Marine Fisheries (MADMF). 
 
Should you have any questions or comments regarding this submittal, please contact our office 
at (781) 278‐4808. 
 
Sincerely,  
GZA GEOENVIRONMENTAL, INC. 
 
 
 
Joshua J. Zall            Anders B. Bjarngard, P.E.     
Assistant Project Manager        Principal‐in‐Charge 
 
Attachment 
 
Cc:   MADEP, Northeast Region; MADMF 
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1.0 PROJECT NARRATIVE 

A. INTRODUCTION 

GZA GeoEnvironmental,  Inc.  (GZA), was  retained  by  the Dorchester  Yacht  Club  (DYC)  to  provide  engineering  and 
permitting services for the proposed repairs to the existing granite block and concrete seawall along the Dorchester 
Bay Basin, as indicated in the attached Permit Drawings in Appendix D. 
 
The following provides a detailed description of the current conditions and proposed project, as well as a description 
of the resource areas and potential impacts to those resources that may result from this project. 
 
B. EXISTING CONDITIONS 

The  site  is  located  along  the  western  shoreline  of  the  Dorchester  Bay  Basin  in  Dorchester,  Massachusetts  (See 
Photograph 1).  Access to the DYC facility is from Playstead Road through McConnell Park. A public walkway extends 
from McConnell Park to the main entrance of the DYC facility and includes a concrete walkway, benches and shade 
shelters with a view of Dorchester Bay Basin. The main building of the DYC is supported by a granite block and concrete 
seawall that was previously permitted and constructed in the 1910s under State of Massachusetts Metropolitan Park 
Commission License No. 205. 
 
The existing seawall system is composed of two types and sizes of seawalls, presumably constructed and repaired, as 
needed over the last 100 years. The existing seawall types are identified on the Permit Drawings in Appendix D and 
described as follows: 
 
Seawall Section No. 1 includes the concrete seawall between the pedestrian walkway and the existing concrete and granite 
block wall as shown on Photograph 1 in Appendix C. The Section No. 1 seawall varies in height from approximately 1 foot 
to 6‐feet in exposed height and is approximately 1‐foot thick with reinforcing. The seawall appears to be founded directly 
on top of a sand and gravel subgrade. In general, the seawall appears to be composed of formed concrete with 1‐inch 
diameter  reinforcing bars at 12‐inches on center, each way. The  top of  the seawall has a  rounded concrete portion, 
functioning as a wave return. The concrete wall was formed directly against the 3‐foot concrete cap of Seawall Section 
No. 2.  
 
Seawall Section No. 2 (see Photograph 1 in Appendix C for limits) includes a granite block wall with a concrete cap. The 
height of the dry laid granite block is approximately 8 feet in general with an approximate 3‐foot high concrete cap above. 
As shown on the Permit Drawings in Appendix D, the granite block wall and concrete cap extends east into Dorchester 
Bay Basin,  then south and east  to  create  the peninsula where  the existing DYC  facility  sits. Based on  review of prior 
authorizations, the wall is founded on a reliving platform constructed of timber piles and a timber platform. 
 
The concrete portions of the existing walls have deteriorated over the past years. Damage and deterioration observed 
include cracked and deteriorated concrete, undermining of the concrete wall, and sinkholes landward of the wall. These 
areas are indicated on the Permit Drawings in Appendix D and in the Photographs in Appendix C. GZA performed a limited 
topographic survey of the site as well as an inspection of the existing conditions of the seawalls on April 29, 2019. The 
area of survey and inspection was limited to the portions of the site from the seawall Section No. 1 and the pedestrian 
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walkway to the southern end of seawall Section No. 2. An existing site plan was developed based on survey and field 
measurements and is included in the Permit Drawings in Appendix D. 
 
C. PROPOSED WORK 

Prior to GZA’s involvement in the project, the DYC had engaged a contractor to perform repairs to the concrete portion 
of  the  seawall.  However,  this  work  is  within  the  jurisdiction  of  the  Wetlands  Protection  Act  and  the  Boston 
Conservation Commission as well as Massachusetts Department of Environmental Protection Waterways Program 
and the U.S. Army Corps of Engineers. The repair work has been halted until these agencies have been notified and 
authorizations are obtained. The repair work that has been completed to date includes the following: 
 
 Patching of concrete cracks along the majority of the concrete portion of the seawall  from approximately Sta. 

0+36  to  2+70.  This work  consisted of  removal  of  existing  concrete  adjacent  to  cracks  to  sound  concrete  and 
filling/patching with mortar. 

 Filling of voids at the interface between the upper concrete cap and the granite block portion of the wall. This 
work consisted of removal of existing concrete to sound concrete and placing mortar within the void areas.  In 
general, the existing voids were approximately 4‐inches to 8‐inches in height, 4‐inches to 8‐inches wide and 2‐
inches to 8‐inches deep. 

 Excavation behind the section of deteriorated concrete from approximately Sta. 3+00 to 3+18. 

 Installation of reinforcing bars in preparation of cast‐in‐place concrete repairs from approximately Sta. 2+82 to 
3+18. 

The proposed project should be considered maintenance of existing authorized structures and is intended to repair 
the damaged portions of the upper concrete cap and return them to their conditions prior to the damage.  This work 
consists of repairs to the cracked and deteriorated concrete portions of the seawall, undermined areas and sinkholes 
landward of the seawall Section No. 1 and No. 2. As noted above, a portion of this work has already been completed. 
The proposed repair work includes the following: 
 
 Repairs to an approximate 4‐foot x 3‐foot section of concrete at Seawall No. 1 at the intersection of Seawall No. 

1 and Seawall No. 2 (See Photograph 2 in Appendix C). Repairs include removal of deteriorated concrete, cleaning 
of existing reinforcing, forming and pouring concrete suitable for use in marine environments within the existing 
void area. 

 Repairs to sinkhole behind the void at the intersection of Seawall No. 1 and Seawall No. 2. Sinkhole repairs will 
consist of excavation of material along the backside of the wall,  installation of a weephole with crushed stone 
wrapped in filter fabric, placement of filter fabric and filling of the excavated area with granular material. The 
surface will be replaced with mulch to match the existing surrounding areas. 

 Repairs  to  an  approximate  26  linear  foot  section  of  concrete  at  the  southern  limit  of  Seawall  No.  2  (See 
Photographs 4 through 6 in Appendix C). Repairs include removal of deteriorated concrete, installation of new, 
epoxy coated reinforcing bars as needed, forming and pouring concrete to match the existing concrete portion of 
the seawall. The areas behind the wall will be replaced with filter fabric and granular material.  The surface will be 
replaced with bituminous pavement to match the existing. Weepholes will be installed at the interface between 
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the concrete cap and the granite block portion of the seawall through this section of repairs. The weepholes will 
consist of 4‐inch diameter PVC pipes spaced at approximately 8‐feet on center. Crushed stone wrapped in filter 
fabric will be placed at the landward end of the pipe prior to backfilling of the area. 

 Repairs to cracks along the face of the concrete of Seawall Section No. 2 using Type S mortar and bonding agent 
suitable for use in marine environments. 

It should be noted that GZA’s scope of work was limited to in‐kind repair of these isolated areas of the existing seawall. 
Visual observations were limited to the accessible portions along the face of the seawall, and structural evaluations 
of the existing wall were not performed.    

D. RESOURCE AREAS 

The proposed work will  be performed using  the best  available measures  to minimize  the  adverse  impacts  to  the 
resource areas defined under the Wetlands Protection Act. The following paragraphs will list and define the resource 
areas impacted by this project and describe measures to avoid and minimize potential adverse impacts. 

Land Subject to Coastal Storm Flowage (310 CMR 10.04) 

Land Subject to Coastal Storm Flowage is defined as “land subject to any inundation caused by coastal storms up to 
and including that caused by the 100‐year storm, surge or record or storm of record, whichever is greater.” 
 
A portion of the proposed work is within the Land Subject to Coastal Storm Flowage (LSCSF) resource area, between 
the Mean High Water  (MHW)  line and the FEMA 100‐year  flood elevation for zone VE, El 14 NAVD88 datum. The 
proposed work within the LSCSF resource area includes filling of the concrete cracks with a Type S mortar and placing 
new, reinforced concrete in areas where the wall has been deteriorated or undermined. Additionally, filling of voids 
and sinkhole areas behind the seawall will be performed. The proposed work will alter approximately 908 square feet 
of LSCSF area. The proposed work will not significantly impact the land’s ability to buffer storm waves. The site will be 
restored to pre‐construction conditions after the work has been completed. 

Coastal Bank (310 CMR 10.30) 

Coastal Bank is defined as “the seaward face or side of any elevated landform, other than coastal dune, which lies at 
the landward edge of a coastal beach, land subject to tidal action or other wetland.” 
 
The Coastal Bank in the proposed work area at the site consists entirely of man‐made structures including concrete 
and granite block seawalls. As such, this coastal bank at the site is not considered a sediment source to the adjacent 
resource areas. The proposed repaired seawall will provide increased protection and resilience against wave surge 
and storm flooding. The proposed work within this area consists of minor restoration of the area to approximate pre‐
storm conditions. Approximately 326 linear feet of Coastal Bank will be repaired to its previous condition.  
 
In accordance with 310 CMR 10.30, when a coastal bank is determined to be significant to storm damage prevention 
or flood control because it is a vertical buffer to storm waters, 310 CMR 10.30(6) through (8) shall apply. The following 
Table 1 lists these items and provides a discussion as to how the proposed project does or does not comply with the 
performance standards. 
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Table 1: Coastal Bank Performance Standards 
WPA Section  Performance Standard  Discussion 
310 CMR 10.30(6)  Any  project  on  such  a  coastal  bank  or 

within 100 feet  landward of the top of 
such coastal bank shall have no adverse 
effects  on  the  stability  of  the  coastal 
bank. 

The  Coastal  Bank  at  the  site  consists  of  a 
deteriorated concrete and granite block seawall. 
The proposed project will  repair  the  seawall  in‐
kind  and  will  have  no  adverse  effects  on  the 
stability of the coastal bank. 

310 CMR 10.30(7)  Bulkheads, revetments, seawalls, groins 
or other coastal engineering structures 
may  be  permitted  on  such  a  coastal 
bank  except  when  such  a  bank  is 
significant to storm damage prevention 
or  flood  control  because  it  supplies 
sediment  to  coastal  beaches,  coastal 
dunes, and barrier beaches. 

The  Coastal  Bank  at  the  site  consists  of  a 
deteriorate  concrete  and  granite  block  seawall.  
The  current  coastal  bank,  as  it  is  a  man‐made 
structure, does not supply sediment to adjacent 
resource areas. 

310 CMR 10.30(8)  Notwithstanding  the  provisions  of  310 
CMR  10.30(3)  through  (7),  no  project 
may be permitted which will  have  any 
adverse effect on specified habitat sites 
of  rare  vertebrate  or  invertebrate 
species,  as  identified  by  procedures 
established by 310 CMR 10.37. 

No estimated or priority habitats are listed in the 
vicinity  of  the  proposed  project  site  on  the 
current maps published by  the Natural Heritage 
and Endangered Species Program. 

 

Coastal Beach (310 CMR 10.27) 

Coastal Beach is defined as “unconsolidated sediment subject to wave, tidal and coastal storm action which forms the 
gently sloping shore of a body of salt water and includes tidal flats. Coastal Beaches extend from the mean low water 
line landward to the dune line, coastal bankline or the seaward edge of existing human‐man structures, when these 
structures replace one of the above lines, whichever is closest to the ocean.” 

There are no proposed permanent impacts to the coastal beach at the site, as the proposed work involves repairs to 
the seawall and backland areas. The Coastal Beach area will be temporarily  impacted during construction  for site 
access. In order for the contractor to access the repair areas along the face and top of the seawall, ladders and/or 
scaffolding will  likely be utilized. Debris or other construction related materials will be contained to the maximum 
extent possible while performing the repair work and will be removed daily from the Coastal Beach resource area. 
These areas will be restored to pre‐construction conditions following completion of the repair work. 

In accordance with 310 CMR 10.27, when a coastal beach is determined to be significant to storm damage prevention, 
flood  control,  or  protection  of  wildlife  habitat,  310  CMR  10.27(3)  through  (7)  shall  apply.  When  a  tidal  flat  is 
determined to be significant to marine fisheries or the protection of wildlife habitat, 310 CMR 10.27(6) shall apply. 
The following Table 2 lists these items and provides a discussion as to how the proposed project does or does not 
comply with the performance standards. 
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Table 2: Coastal Beach Performance Standards 
WPA Section  Performance Standard  Discussion 
310 CMR 10.27(3)  Any  project  on  a  coastal  beach,  except  any 

project  permitted  under  310  CMR  10.30(3)(a), 
shall  not  have  an  adverse  effect  by  increasing 
erosion, decreasing the volume or changing the 
form of any such coastal beach or an adjacent or 
downdrift coastal beach 

The proposed project  includes  in‐kind repairs  to 
the  existing  seawall  at  the  site.  Impacts  to  the 
coastal  beach/tidal  flat  will  be  temporary  in 
nature  due  to  construction  access.    Debris  or 
deleterious  materials  that  may  fall  on  to  the 
coastal beach/tidal flat at the base of the existing 
seawall will be removed daily. 

310 CMR 10.27(4)  Any groin, jetty, solid pier, or other such solid fill 
structure which will  interfere with littoral drift, 
in addition to complying with 310 CMR 10.27(3), 
shall be constructed as follows: (a) It shall be the 
minimum length and height demonstrated to be 
necessary to maintain beach form and volume. 
In  evaluating  necessity,  coastal  engineering, 
physical oceanographic and/or coastal geologic 
information  shall  be  considered.  (b) 
Immediately  after  construction  any  groin  shall 
be  filled  to  entrapment  capacity  in  height  and 
length with  sediment  of  grain  size  compatible 
with  that  of  the  adjacent  beach.  (c)  Jetties 
trapping  littoral  drift  material  shall  contain  a 
sand  by‐pass  system  to  transfer  sediments  to 
the  downdrift  side  of  the  inlet  or  shall  be 
periodically  redredged  to  provide  beach 
nourishment  to  ensure  that  downdrift  or 
adjacent beaches are not starved of sediments. 

There  are  no  new  groins,  solid  piers,  or  other 
structures  proposed  as  part  of  the  project.  The 
proposed project  includes  in‐kind  repairs  to  the 
existing seawall at the site.  The existing seawall 
at the site has been in existence since prior to the 
1910s. 

310 CMR 10.27(5)  Notwithstanding  310  CMR  10.27(3),  beach 
nourishment with clean sediment of a grain size 
compatible with that on the existing beach may 
be permitted. 

The  proposed  project  does  not  include  beach 
nourishment. 

310 CMR 10.27(6)  In addition to complying with the requirements 
of 310 CMR 10.27(3) and (4), a project on a tidal 
flat  shall  if  water‐dependent  be  designed  and 
constructed,  using  best  available measures,  so 
as to minimize adverse effects, and if non‐water‐
dependent, have no adverse effects, on marine 
fisheries  and  wildlife  habitat  caused  by:  (a) 
alterations in water circulation; (b) alterations in 
the distribution of  sediment grain  size; and  (c) 
changes  in  water  quality,  including,  but  not 
limited to, other than natural fluctuations in the 
levels  of  dissolved  oxygen,  temperature  or 
turbidity, or the addition of pollutants. 

The proposed project  includes  in‐kind repairs  to 
the  existing  seawall  at  the  site.  Impacts  to  the 
coastal  beach/tidal  flat  will  be  temporary  in 
nature  due  to  construction  access.    Debris  or 
deleterious  materials  that  may  fall  on  to  the 
coastal beach/tidal flat at the base of the existing 
seawall will be removed daily. 
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310 CMR 10.27(7)  Notwithstanding  the  provisions  of  310  CMR 
10.27(3)  through  (6),  no  project  may  be 
permitted which will have any adverse effect on 
specified  habitat  sites  or  rare  vertebrate  or 
invertebrate  species,  as  identified  by 
procedures established under 310 CMR 10.37. 

No estimated or priority habitats are listed in the 
vicinity  of  the  proposed  project  site  on  the 
current maps published by  the Natural Heritage 
and Endangered Species Program. 

 
E. CONSTRUCTION PROCEDURES 

Proposed work will  be accessed and performed along  the  landside/shoreline of  the  site.  It  is  assumed  that  small 
machinery may be utilized to move equipment and materials along the paved area, but the majority of the work will 
be  performed using  small  hand  tools  and  equipment.   Workers will  access  the  intertidal  zone  (Coastal  Beach)  as 
necessary to perform the work. The contractor will perform work at the wall repair areas with the use of small staging 
and  ladders.  These will  be  located along  the base of  the wall within  the Coastal Beach  resource area and will be 
removed at the end of each work day. Staging and ladders will be placed along the wall in the anticipated areas of 
work for each day, so as to minimize impacts to the intertidal area. The contractor will employ methods to catch or 
contain debris from concrete removal and repair work. Debris will be removed daily, and the contractor will make 
efforts to avoid and minimize debris from falling into the intertidal area and mudline. Alternatively, a small work skiff 
or floating dock section may be used during periods of higher tide as needed.  

The larger void areas and deteriorated concrete sections, as shown on the Project Drawings, including the small void 
at  approximately  Sta.  0+34,  the northeast  corner of  the wall  and  the  approximately  36  linear  foot  section  at  the 
southern face of the wall, will be either supported or removed entirely. New reinforced concrete will be placed in 
these areas but will conform to the dimensions of the originally placed concrete cap in depth and height. The newly 
placed concrete will be doweled to existing sound concrete and to the granite block portion of the seawall below. The 
concrete will be 5,000 psi concrete suitable for use in marine environments. The concrete to be used for the repairs 
as Sta. 0+34 and the 36 linear foot section along the southern face of the wall will likely be conveyed directly from a 
concrete truck to the repair area. The repair area at the northeast corner of the wall will likely be conveyed by use of 
a pump truck with a boom. The contractor will minimize spillage while placing concrete within the formwork.  

The damaged portions of the concrete will be cleaned, and deteriorated concrete will be removed to sound concrete. 
Concrete will be contained on site and will be disposed of properly. Smaller cracks will be ground down, coated with 
a bonding agent and filled using a Type S mortar suitable for use in marine environments. Larger void areas will be 
filled with 5,000 psi concrete suitable for use in marine environments and will  include installation of epoxy coated 
reinforcing bars as needed. Upon completion of void and crack repairs, the full length of the concrete seawall cap will 
be coated with a bonding agent and will be resurfaced with a Type S mortar suitable for use in a marine environment 
for a uniform look along the length of the wall. 

The  Contractor  will  have  to  perform  work  in  a  manner  that  considers  the  tide  cycle,  as  some  portions  of  the 
reconstructed wall extends below the Mean High Water line. Erosion and sediment control measures will be in place 
during construction activities. 

Equipment, materials,  debris,  or  other  items will  be  stored  above  high  tide  level  when  not  being  utilized.  Areas 
temporarily disturbed by construction activities will be restored to pre‐construction conditions at the completion of 
the project. The project as presented will be constructed in a manner to minimize any adverse impacts to the interests 
of the Wetlands Protection Act. 
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F. MEASURES TO MINIMIZE RESOURCE AREA IMPACTS 

Measures to minimize impacts to the Resource Areas noted above include the following: 
 
 Temporary barriers, fencing and signage will be placed at the work site during construction.  

 The work area will be left in a condition such that rising water and/or adverse weather will not cause damage to 
the work area or adjacent areas. 

 The contractor will perform the work during favorable tides for the various aspects of the work.  The contractor 
will work the tides to minimize impacts to resource areas. 

 Erosion and sediment control measures will be in place during construction activities. 

 Concrete debris will be contained and will be removed from the mudline along the base of the seawall. Concrete 
debris will be disposed of properly. 

 Proposed work shall comply with all Federal, State and Local Codes and Regulations.   

 Proposed work shall comply with the Local Conservation Commission’s Order of Conditions.  

G. ALTERNATIVES ANALYSIS 

An alternative analysis was developed for the proposed work as follows: 

“Do nothing” 

The do‐nothing alternative effectively means there is no project. The existing seawalls have experienced damage and 
deterioration over the past years that include, cracked and deteriorated concrete, undermining of the concrete seawall, 
and  sinkholes  landward of  the wall.  If  left  as‐is  this  area  is  likely  to experience additional undermining,  erosion,  and 
additional wall sections are likely to fail, potentially compromising the parking lot, utilities, and seaward resource areas. 

Remove and Replace Existing Wall 

The removal and replacement of the full length of the concrete portions of the existing seawall is not a feasible option. 
The existing building sits atop the existing seawall. In order to remove and replace the existing concrete portion of the 
seawall, the building would need to be temporarily supported for the duration of the construction. This would be a very 
costly operation and would likely impact the tidal flats with the temporary supports. 

Concrete Repairs (Preferred Option) 

The preferred option for the DYC is to perform repairs to the existing concrete portion of the seawalls. This repair 
option  includes  removal of  existing deteriorated  concrete,  form and  cast‐in‐place  concrete  reinforced with epoxy 
coated  reinforcing  of  large  void  areas,  and  grinding  cracks  and  filling with mortar.  This  option would  restore  the 
existing seawalls to their conditions prior to the damage. This is the most cost‐efficient solution for DYC to maintain 
the existing seawall. 

j:\174100's\18.0174177.00 dochester yacht seawall repair\work\04_noi\02_dyc_noi_cover‐narrative‐dividers_final.docx 
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NOTIFICATION TO BE SENT BY APPLICANT

Notification to Abutters under the Massachusetts Wetlands Protection Act. 

In accordance with the second paragraph of Massachusetts General Laws Chapter 131, Section 40, you
are hereby notified of the following: 

A.

B.

C.

D.

The name of the applicant is ___

The applicant has filed a Notice of Intent with the Conservation Commission with the City of

, Massachusetts

The address of the lot where the activity is proposed is     

A brief description of the proposed activity:     

_____

E. Copies of the Notice of Intent may be examined at
in : Hours: Monday through Wednesday 8:30 AM-4:00 PM,

Thursday 8:30 AM-6:30 PM, and Friday 8:30 AM-12:30 PM. 

F. Copies of the Notice of Intent may be obtained from either the (check one) 
Applicant, or         Representative of the Applicant 

G. This project will be discussed at the Conservation Commission meeting on 
. The meeting will begin at 6: 0 PM. If

you wish to attend the hearing please contact the Conservation Office for the time slot in which 
this item will be discussed. Abutters are strongly encouraged to submit comments in writing so 
they may be entered into the record. 

Note: Notice of the Public Hearing, its date, time and location will be posted at City Hall,  
and the Conservation Office, , not less than forty-eight (48) hours
in advance.

Note:  Notice of the Public Hearing, including its date, time and location will be published at least five 
(5) days in advance in the .

Note: You may also contact your local Conservation Commission or the nearest 
Department of Environmental Protection Regional Office for more information concerning this 
application or the Wetlands Protection Act.  To phone the DEP Northeast Regional office call 978-
694-3200. 

Since you are receiving this notice, you may have wetland resource areas or wetland buffers on your 
property. Therefore, construction, cutting, clearing, or grading may require a permit.  
For clarification or more information, call the Conservation office

Dorchester Yacht Club

Repairs to the existing deteriorated concrete portion of
the existing seawall at the site and filling of minor sinkholes behind the seawall.

X

100 Playstead Road

December 4, 2019
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Please see Instructions before 
filling out worksheet.  





Proactive by Design









Proactive by Design



P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

X

X

X

X

X

X

X

X

X

O

H

W

O

H

W

O

H

W

O

H

W

O

H

W
O

H

W

O

H

W

O

H

W

O

H

W

O

H

W

O

H
W

O

H
W

O

H
W

O

H

W

O

H

W

O

H

W

O

H

W

O

H

W

X

X

X

SHEET NO.

PREPARED BY:
PREPARED FOR:

PROJECT NO.DATE: REVISION NO.

DESIGNED BY:

PROJ MGR:

DRAWN BY:

REVIEWED BY: CHECKED BY:

SCALE:

GZAGeoEnvironmental, Inc.

Engineers and Scientists

www.gza.com

DORCHESTER YACHT CLUB SEAWALL REPAIR PROJECT

100 PLAYSTEAD ROAD

DORCHESTER, MASSACHUSETTS

EXISTING PLAN AND SECTIONS

DORCHESTER YACHT CLUB

100 PLAYSTEAD ROAD

DORCHESTER, MA

NOVEMBER, 2019
18.0174177.00

DRAWING

1

1 OF 2

JJZ

JJZ

DAS

JJZ/LFT

ABB

AS SHOWN

N

0 5 10 20

SCALE IN FEET

X

B

B

0 2 4 8

SCALE IN FEET

A

A

OHW



P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P
L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

P

L

X

X

X

X

X

X

X

X

X

O

H

W

O

H

W

O

H

W

O

H

W

O

H

W
O

H

W

O

H

W

O

H

W

O

H

W

O

H

W

O

H
W

O

H
W

O

H
W

O

H

W

O

H

W

O

H

W

O

H

W

O

H

W

X

X

X

SHEET NO.

PREPARED BY:
PREPARED FOR:

PROJECT NO.DATE: REVISION NO.

DESIGNED BY:

PROJ MGR:

DRAWN BY:

REVIEWED BY: CHECKED BY:

SCALE:

GZAGeoEnvironmental, Inc.

Engineers and Scientists

www.gza.com

DORCHESTER YACHT CLUB SEAWALL REPAIR PROJECT

100 PLAYSTEAD ROAD

DORCHESTER, MASSACHUSETTS

PROPOSED PLAN AND SECTIONS

DORCHESTER YACHT CLUB

100 PLAYSTEAD ROAD

DORCHESTER, MA

NOVEMBER, 2019
18.0174177.00

DRAWING

2

2 OF 2

JJZ

JJZ

DAS

JJZ/LFT

ABB

AS SHOWN

N

0 5 10 20

SCALE IN FEET

X

B

B

0 2 4 8

SCALE IN FEET

A

A

OHW



Proactive by Design



18



Proactive by Design















active by Design





Note:

10/28/2019





not

only





prior
to

not

not





not
before

not

not

prior to



active by Design









o
o
o
o

o

o



o
o
o
o
o
o





October 2019 
Dorchester Yacht Club Seawall Repair Project – Redevelopment Checklist 

18.0174177.00 
Page | 6 

 
 

 

 

 

 Has the proponent submitted a construction period erosion, sedimentation and pollution prevention plan that 
meets the requirements of Standard 8?  

 
A Construction Period Pollution Prevention Plan has been included in the Stormwater Report. 

 
4.8 STANDARD 9: (OPERATION AND MAINTENANCE) 

A  long‐term  operation  and  maintenance  plan  must  be  developed  and  implemented  to  ensure  that  stormwater 
management systems function as designed. 
All redevelopment projects shall fully comply with Standard 9. 

 

 Has the proponent submitted a long‐term Operation and Maintenance plan that meets the requirements of 
Standard 9? 

 

The proposed project is limited to repairs to the existing seawall at the site. The Operation and Maintenance of 
the  existing  stormwater management  system at  the  site  is  the  responsibility of  the City of Boston  and  the 
Commonwealth of Massachusetts. 
 

 
4.9 STANDARD 10 (ILLICIT DISCHARGES) 

All illicit discharges to the stormwater management system are prohibited. 
All redevelopment projects shall fully comply with Standard 10. 
 

 Are  there  any  known  or  suspected  illicit  discharges  to  the  stormwater  management  system  at  the 
redevelopment project site? 

 
There  are  no  known  or  suspected  illicit  discharges  to  the  existing  stormwater management  system  at  the 
redevelopment project site. During repair work along the seawall, if unknown illicit discharges are encountered, 
they will be eliminated.   
 

 
 

j:\174100's\18.0174177.00 dochester yacht seawall repair\work\04_noi\appendix f ‐ stormwater report\appendix b ‐ redevelopment checklist october 2019.docx 
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