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2. PROPOSED ELEVATION1. EXISTING ELEVATION - ENLARGED

3. DECORATIVE METAL 
SCREEN DETAILS

4. DOOR PULL DETAILS

NEWBURY STREET FACADE

5. MATERIAL 
AND FINISHES
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6. PROPOSED ELEVATION - ENLARGED
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REFINISH ALL EXISTING 
BROWN FRAMING PIECES TO 
BRONZE FINISH, TYP(FINISH A) 

ILLUMINATED SIDE FACING 
SIGN WITH INDIVIDUAL 

LETTERS(BOTH SIDES), SEE 
NEXT PAGE FOR ADDITIONAL 

INFORMATION

EXISTING MASONRY AND 
MASONRY DETAILS TO REMAIN  

ILLUMINATED SIGN WITH 
INDIVIDUAL LETTERS - 2 

CROWNS, SEE NEXT PAGE FOR 
ADDITIONAL INFORMATION

SEE DETAIL ON ELEVATION 6

DECORATIVE INTERIOR 
SCREEN(FINISH B), SEE 
DETAIL 3 

EXISTING GLAZING AND 
FRAMING TO REMAIN

FLAG DETAIL ON FOLLOWING 
PAGE

STATIC SHOW WINDOW

CUSTOM POWDER COATED 
DOOR PULL(FINISH B)

EXISTING GLAZING, DOORS 
AND FRAMING TO REMAIN

A. EXTERIOR PAINT - 
POWDER COATED PAINT IGP 
DURA FACE 5803, MATTE 
FINISH

B. DECORATIVE INTERIOR 
METAL SCREEN, 
CHAMPAGNE COLOR, BWB-
BAUSILBER 6 E4

DECORATIVE 
INTERIOR METAL 
SCREEN(FINISH B)

EMBOSSED ROLEX 
CROWN LOGO

CUSTOM POWDER 
COATED DOOR 
PULL(FINISH B) 
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3. PROPOSED SIGN DETAILS

4. MATERIAL AND SIGNAGE COLOR

2. INTERNALLY ILLUMINATED SIGNAGE

1. SIDE ELEVATION
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NEWBURY STREET
C. DARK GREEN, PANTONE 
3425C

E. RAL 1036 PEARL GOLD 
MATALLIC

D. CROWN YELLOW, RAL 
1021 COLZA YELLOW

DOUBLE SIDED FLAG 
MOUNTED TO EXTERIOR 
FACADE

ECOM WALL MOUNTED 
ALUMINUM FLAGPOLE WITH 
EXTERNAL HALYARD, FINISH 
TO MATCH DECORATIVE 
SCREEN(FINISH B)

CROWN YELLOW(FINISH D)
DARK GREEN(FINISH C)

A. EXTERIOR PAINT - 
POWDER COATED PAINT IGP 
DURA FACE 5803, MATTE 
FINISH

B. DECORATIVE INTERIOR 
METAL SCREEN, 
CHAMPAGNE COLOR, BWB-
BAUSILBER 6 E4

ACRYLIC 1/8” GREEN/YELLOW PERSPEX 
FRAME+BACK LACQUERED IN RAL 1036 
PEARL GOLD METALLIC
ACRYLIC, WHITE
LED ILLUMINATION
ACRYLIC CASTING COMPOUND
DISTANCE SLEEVES, WHITE
CONNECTION CABLE 24V
THREADED ROD ACRYLIC OVERLAY OVER 

STANDARD WHITE LED

CONCEALED ELECTRICAL 
WIRING THROUGH PRE-

DRILLED HOLE IN EXISTING 
STEEL FACADE

FACE OF EXTERIOR WALL

CONCEALED MECHANICAL 
ATTACHMENT OF SIGN TO 
EXISTING STEEL FACADE
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FRONT ILLUMINATED LETTERS IN GREEN(FINISH C)

FRONT ILLUMINATED LETTERS IN CROWN YELLOW(FINISH D)

FRONT ILLUMINATED LETTERS IN GREEN(FINISH C), 
ACRYLIC 1/8” GREEN/YELLOW PERSPEX , TYP

FRAME+BACK LACQUERED IN RAL 1036 PEARL 
GOLD METALLIC(FINISH E)

FRONT ILLUMINATED LETTERS IN 
CROWN YELLOW(FINISH D)
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1. EXISTING REAR ELEVATION 2. PROPOSED REAR ELEVATION

3. DETAIL OF THE VENT

4. EXISTING CONDITION
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12” X 36” LOUVER, SEE 
DETAIL SECTION 3

APPLY OPAQUE WINDOW 
FILM INSIDE

EXISTING MASONRY WALL. TOP OF 
OPENING TO ALIGN TOP OF EXISTING 
WINDOW OPENINGS

MECHANICAL LOUVER TO MATCH COLOR 
AND SCALE OF LOUVER OVER EXISTING 
EGRESS DOOR

FLUID APPLIED FLASHING

2” FRAME TO ALIGN WITH FACE OF 
EXISTING MASONRY WALL
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SEALANT AND BACKER ROD

PT WOOD BLOCKING

BUILDING INTERIORSERVICE ALLEY
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