CHARLES ST DENTAL

121 Charles St South, Boston, MA 02116
**SPECIFICATION**

1. 3/4" PVC with aluminum face
2. 1.25"x1.25" Aluminum bar
3. Aluminum stud

**SECTION DETAIL**

**MOUNTING DETAILS**

- **Hanger Bolt**
- **Thru-Bolt**
- **Masonry Lag Bolt**
- **Reverse Toggle Bolt**

*All Hardware to be Galvanized and Non Corrosive*

**COLOR SCHEDULE**

- **SIGN**: Brush Satin Anodized Aluminum
- **Burgundy Color**
**SPECIFICATION**

1. **SIDE VIEW**

   - **A** = 18" (Wide)
   - **B** = 18" (High)
   - **C** = 3.58" (Width)
   - **D** = 12.75" (Height)
   - **E** = 5" (Thickness)

   **SQUARE FEET**

   - **A** = 18"
   - **B** = 18"
   - **C** = 3.58"
   - **D** = 12.75"
   - **E** = 5"

**MOUNTING DETAILS**

1. **1" DEEP 040 ALUMINUM BOX w. 1"x1" GALVANIZED TUBING FRAME**

2. **1/2" white pvc letter**

3. **5"x12"x3/16" Steel plate**

**SIDE VIEW**

- **Hanger Bolt**
- **Thru-Bolt**
- **Masonry Leg Bolt**
- **Reverse Toggle Bolt**

**Galvanized and Non Corrosive**

- **Black Aluminum**
- **White PVC**

---

**NEW CC SIGN**

*Ricky Zeng*

*New CC Sign & Storefront.*

**Address**

- 121 Charles St South

**City**

- Boston

**State**

- MA 02116

**Account Representative**

- Sarah Lee

**Phone**

- 201-230-3756

**Job No.**

- 03688

**Design #**

- FL

**Original Date**

- 05/18/2022

**Revision Date**

- 

---

*All metal parts are to be galvanized per N.E.C. Code 315.
* All metal parts are to be galvanized per N.E.C. Code 315.
* Sign shall be grounded per N.E.C. Article 250.
* Metal to be used: galvanized steel or stainless steel.
* Disconnect switch as per N.E.C. Code 600.6.

---

**NEW CC SIGN**

*Sign & Storefront*
**NEW CC SIGN**

*signed & storefront

**Customer:** Sarah Lee

**Phone:** 201-230-3756

**Job No.:** 03688

**Address:** 121 Charles St South

**City:** Boston

**State:** MA 02116

**Account Representative:** Ricky Zeng

---

**Original Date:** 05/18/2022

**Revision Date:**

---

**NEW CC SIGN**

- Customer: [Customer Name]
- Phone: [Phone Number]
- Job No.: [Job Number]
- Address: 121 Charles St South, Boston, MA 02116
- Account Representative: Ricky Zeng

---

**Specifications:**

- All electrical components shall be UL listed.
- Sign shall be grounded per NEC Article 250.
- Insulated conductors as per NEC Code 310.
- Type to be used - metal clad insulated wire.
- Disconnect switch as per NEC Code 300.6

---

**Notes:**

- The purchase agreement is final, and the seller is not responsible for any errors or omissions. The seller reserves the right to make changes in materials, colors, and specifications without notice. The purchaser is responsible for checking the accuracy of the information provided.

---

**Sign & Storefront**