
51 Sleeper Street – Violation 

• Previous building owner and previous tenant did not submit to FPCLDC for review and 

approval for installation of “Hopsters Brewing Company” banner signs on building facade

• Current condition can be seen in photo above. Partial ‘Hopsters Brewing Company’ banner 

sign is still attached to building

51 Sleeper Street – Proposed Solution

• Complete removal of ‘Hopsters Brewing Company” banner signs

• Any holes and joints on exterior facade to be patched and repaired after banner sign 

removal prior to start of new prosed design work 

• New proposed exterior facade will replace full extents of previous “Hopsters Brewing 

Company”  banner sign. Additional detail to be presented in FPCLDC design review



2 3 4 5 7

EXISTING BUILDING 

TO REMAIN, NIC

REMOVE EXISITING PREVIOUS TENANT SIGNAGE AND METAL 

SPANDREL PANELS BEYOND

DEMOLISH BRICK AND ACCESSORIES FROM STRUCTURAL 

COLUMN, SEE DEMOLITION PLAN FOR EXTENTS, FIRE DEVICES TO 

BE RELOCATED, DEMOLISH EXISTING LIGHTING AND SIGNS, TYP. 

REPAIR SURFACE OF CONCRETE STRUCTURE AS REQUIRED

DEMOLISH CURTAIN WALL EXTENTS, MAINTAIN 

PROTECTION AND PREP FOR NEW CURTAIN WALL, TYP

STONE SILL AND BRICK BELOW 

CURTAIN WALL TO REMAIN, PROTECT 

DURING CONSTRUCTION, TYP

REMOVE EXISTING CURTAINWALL AND ENTRY 

SYSTEMS FOR EXTENT SHOWN. REVIEW CONDITION 

OF EXISTING BLOCKING MATERIAL AND REPLACE AS 

REQUIRED FOR INSTALLATION OF NEW CURTAINWALL 

SYSTEM

5151
Sleeper

DEMOLISH SIGNAGE 

DEMOLISH 

SIGNAGE 

EXISTING TO REMAIN LOADING DOCK GARAGE 

DOORS, PREP TO RECEIVE NEW PAINT

EXISTING SLOPED 

SIDEWALK TO REMAIN, NIC

EXISTING RAISED CONCRETE 

PLATFORM

8

0'-0" AFF

13'-2"

T.O. CURTAIN WALL

REMOVE EXISITING METAL SPANDREL PANELSRELOCATE EXISTING FIRE 

DEVICE, SEE MEP DWGS

GF.1EDC F

EXISTING BUILDING 

TO REMAIN, NIC

EXIST HVAC LOUVRE TO BE RELOCATED, 

COORDINATE WITH NEW SIGNAGE

STONE SILL AND BRICK BELOW CURTAIN WALL TO REMAIN, 

PROTECT DURING CONSTRUCTION, TYP

EXISTING FIRE CONTROL PIPE 

VALVE CONNECTION FOR BUILDING 

TO REMAIN, PROTECT DURING 

DEMOLITION & CONSTRUCTION

51
DEMOLISH SIGNAGE 

REMOVE AND RELOCATE 

SECURITY CAMERA AT NEW 

FINISHED FACE

DEMOLISH EXISTING REMOVE EXISTING CURTAINWALL AND ENTRY SYSTEMS 

FOR EXTENT SHOWN. REVIEW CONDITION OF EXISTING BLOCKING MATERIAL 

AND REPLACE AS REQUIRED FOR INSTALLATION OF NEW CURTAINWALL 

SYSTEM WALL AND DOOR, PREP FOR NEW

EXISTING METAL LOUVRE TO REMAIN

EXISTING METAL CLADDING TO REMAIN, TYP

0'-0" AFF

13'-2"

T.O. EXIST CURTAIN WALL

EXISTING SIDEWALK 

EXISTING HANDRAIL TO BE 

TEMPORARILY REMOVED DURING 

NEW CONSTRUCTION, SEE DEMO 

PLAN FOR ADD'L INFO

DEMOLISH EXISTING CLERESTORY WINDOWS, 

REPLACE IN KIND TO MATCH NEW STOREFRONT

REMOVE EXISITING METAL 

SPANDREL PANELS

REMOVE EXISITING METAL 

SPANDREL PANELS

REMOVE EXISITING METAL 

SPANDREL PANELS
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DEMOLITION

ELEVATIONS

AD201

51 SLEEPER ST.

BOSTON, MA 02210

Checker

21227.00

51 SLEEPER STREET

REPOSITIONING

Author

NO. BY DATE DESCRIPTION

1 06/10/2022 PRICING SET

1/4" = 1'-0"
1

DEMOLITION ELEVATION - EXTERIOR - SLEEPER STREET ENTRY SIDE

1/4" = 1'-0"
2

DEMOLITION ELEVATION - EXTERIOR - SEAPORT BLVD. SIDE

khill
Highlight
REMOVE EXISITING METAL SPANDREL PANELS

khill
Highlight
LS BEYON

khill
Highlight
DREL PANE

khill
Highlight
SPAN

khill
Highlight
D

khill
Highlight
REMOVE EXISITING PREVIOUS

khill
Highlight
TENANT SIGNAGE AND METAL

khill
Highlight
REMOVE EXISITING METAL SPANDREL PANELS

khill
Highlight
REMOVE EXISITING METAL SPANDREL PANELS

khill
Highlight
REMOVE EXISITING METAL SPANDREL PANELS



2 3 4 5 7

EXISTING BUILDING, NIC

A401

1

EXISTING TO REMAIN LOADING DOCK GARAGE DOORS TO 
RECEIVE NEW PAINT

PAINT EXISTING BRICK BELOW STONE SILL TO 
MATCH ADJACENT NEW METAL PANELS. STONE 

SILL TO REMAIN AS IS

3

A401

8

7'-11" 7'-11" EQ EQ EQ EQ

17'-0" VIF17'-0" VIF15'-10" VIF

METAL PANEL METAL PANEL METAL PANEL METAL PANEL METAL PANEL METAL PANEL

17'-0"

EQ EQ

17'-0"

EQ EQ EQ EQ

17'-0"

M
T

L-
01

4'
-5

" 
V

IF

2

A501
TYP

5

A501

TYP

MTL 01 MTL 01 MTL 01MTL 01MTL 01

LIGHT FIXTURE,TYP
SEE RCP

A

NEW GRANITE BASE 
GROUTED AND ANCHORED 
TO CONCRETE COLUMN, TYP.

MTL 01

ALUMINUM COMPOSITE PANEL 
COLUMN SURROUND, TYP

0'-0" AFF

13'-2"

T.O. CURTAIN WALL

ST 04

PT 02

TYP

GF.1EDC F

EXISTING BUILDING, NIC

PAINT EXISTING METAL PANELS AND LOUVRE PAINT EXISTING BRICK BELOW STONE SILL TO MATCH ADJACENT NEW METAL PANELS

RELOCATED SECURITY CAMERA

LIGHT FIXTURE,TYP
SEE RCP

MTL 01MTL 01

ILLUMINATED BUILDING SIGNAGE, 
PROVIDED BY OTHERS. PROVIDE 
POWER AS REQUIRED

EXISTING FIRE CONTROL PIPE 
AND VALVE CONNECTION, 
PAINTED TO MATCH ADJACENT 
METAL PANELS

PT 04

PAINT EXISTING METAL PANEL & LOUVRES 

PT 04

MTL 01

MTL 01ALUMINUM COMPOSITE PANEL COLUMN SURROUND, TYP

NEW GRANITE BASE GROUTED AND ANCHORED TO CONCRETE COLUMN, TYP

0'-0" AFF

13'-2"

T.O. CURTAIN WALL

RELOCATED HANDRAIL

ST 04

3

A501

Sim
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EXTERIOR

ELEVATIONS

A201

51 SLEEPER ST.

BOSTON, MA 02210

Checker

21227.00

51 SLEEPER STREET

REPOSITIONING

Author

1/4" = 1'-0"1
EXTERIOR ELEVATION - PLAN NORTH

1/4" = 1'-0"2
EXTERIOR ELEVATION - PLAN EAST

NO. BY DATE DESCRIPTION

1 06/10/2022 PRICING SET

khill
Cloud

khill
Cloud



PC

OC

F

A202 31

2

4 5

G

4

A401

1

A501

1

PROPERTY LINE

TYP

102 103

100 101

1'-2" 3'-0" 3'-0" 1'-6" +/- 3'-0" 3'-0" 1'-2"

15'-10" VIF

PORTAL SURROUND ABOVE

3'
-0

"
5'

-0
"

9'
-0

"

BASE BELOW, TYP

FACE OF FINISHED 
COLUMN, TYP

EXISTING STONE SILL

NEW CURTAIN WALL

CPT 01

TYP.FT 01

ST 03NEW PAVERS
REFER TO FINISH PLAN AND FINISH SCHEDULE

1

A603

2

A603

5

A603

4 5

1'
-0

"

13
'-2

" 
V

IF

V
IF

1'
-9

 1
/2

" 
+

/-
 

A

EXISTING STONE SILL AND 
PAINTED BRICK KNEE WALL 

BELOW

13'-2" AFF, VIF

U.O. EXTERIOR CLG

EXISTING SIDEWALKEXISTING SLOPED SIDEWALK

NEW CURTAIN WALL

NEW ALUMINUM COMPOSITE PANEL 
RAINSCREEN SYSTEM OVER 

CONTINUOUS INSULATION AND 
WEATHER BARRIER, TYP.

FACE OF EXISTING BRICK COLUMN 

EXISTING WINDOW TO REMAIN

1'-0" 1'-0" 9"9"

NEW ENTRY BETWEEN EXIST COLUMN BAYS

17'-3 1/2" VIF

A

9"

4'
-5

" 
V

IF

ILLUMINATED BUILDING SIGNAGE, 
PROVIDED BY OTHERS. PROVIDE 
POWER AS REQUIRED

1/2" REVEAL AT PANEL JOINT, TYP

MTL 01

MTL 01

MTL 02

4

A501

A501

6

LP-5B

2

G

13'-2" AFF, VIF

U.O. EXTERIOR CLG

15'-0" AFF

U.O. INTERIOR CLG

EXISTING WINDOW TO REMAIN

FACE OF EXISTING BRICK COLUMN BEYOND

NEW ALUMINUM COMPOSITE PANEL 
RAINSCREEN SYSTEM OVER CONTINUOUS 
INSULATION AND WEATHER BARRIER, TYP.

PROPERTY LINE

NEW ALUMINUM COMPOSITE PANEL 
RAINSCREEN SYSTEM OVER CONTINUOUS 
INSULATION AND WEATHER BARRIER, TYP.

EXISTING SIDEWALK

NEW GRANITE BASE                  GROUTED AND 
ANCHORED TO CONCRETE COLUMN, TYP.

ST 01

EXTERIOR LIGHT FIXTURE SEE RCP

OPEN TO 
BEYOND

NEW CURTAIN WALL

EXISTING RAISED CONCRETE FLOOR

EXISTING STONE SILL AND 
PAINTED BRICK KNEE WALL 

2

A501 TYP

PROPERTY LINE

5

A501

TYP

NEW METAL SILL FLASSING OVER 
EXISTING STONE SOLL SET IN 

SEALANT. COLOR TO BE BLACK

NEW FINISHED DRYWALL SOFFIT OVER EXISTING 
SOFFIT FRAMING

EXTERIOR SCONCE BEYOND

A501

3 Sim
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ENLARGED EXTERIOR

PLAN AND

ELEVATIONS

A401

51 SLEEPER ST.

BOSTON, MA 02210

Checker

21227.00

51 SLEEPER STREET

REPOSITIONING

Author

NO. BY DATE DESCRIPTION

1 06/10/2022 PRICING SET

1/2" = 1'-0"2
ENLARGED PLAN - BUILDING ENTRY

1/2" = 1'-0"1
ENLARGED ELEVATION - BUILDING ENTRY1/2" = 1'-0"3

ENLARGED EXTERIOR SECTION - TYPICAL

khill
Cloud



G

9"

6 1/2"

NEW ALUMINUM COMPOSITE PANEL RAINSCREEN 
SYSTEM OVER CONTINUOUS INSULATION AND 
WEATHER BARRIER ON SHEATHING AND METAL 
STUDS INFILLED WITH BATT INSULATION

1/
2"

ALUMINUM COMPOSITE PANEL, TRIM 
EXTRUSIONS BY PANEL MANUFACTURER

STONE BASE ANCHORED TO 
EXISTING CONSTRUCTION 
AND GROUTED IN, SEE 
ELEVATION FOR ADD'L INFO

2 1/4"

SHEATHING

METAL BASE FLASHING WITH DRIP EDGE. 
CARRY UP SHEATHING 8" MIN. TIE TO 
WEATHER BARRIER WITH SELF-ADHERING 
FLASHING PER MANUFACTURER'S 
RECOMMENDATIONS

EXISTING COLUMN

CONSTRUCTION TO NOT 
EXCEED PROPERTY LINE

3 5/8" VIF

0'-0" AFF

3"

3"

2 1/4"

STONE BASE BELOW, TYP

SHEATHING AND FLASHING BELOW, TYP

NEW ALUMINUM COMPOSITE 
PANEL RAINSCREEN SYSTEM 
OVER CONTINUOUS INSULATION 
AND WEATHER BARRIER ON 
EXISTING CONSTRUCTION, TYP

REFER TO RCP

FINISHED CEILING
7"

3"

FLASHING

EXTERIOR GWB SHEATHING, 
SEE RCP FOR FINISH 

EXISTING EDGE OF BRICK BEYOND

EXISTING CONSTRUCTION

EXISTING CURTAIN WALL

4'
-5

"

7"
FLASHING SET IN SEALANT 

NEW ALUMINUM COMPOSITE 
PANEL RAINSCREEN SYSTEM 
OVER CONTINUOUS INSULATION 
AND WEATHER BARRIER ON 
EXISTING CONSTRUCTION

FULL EXTENTS TO CONCEAL AREA 
OF DEMOLISHED EXISTING 
SIGNAGE. GC TO REPAIR AND 
RESTORE ANY VISIBLE JOINTS OR 
MASONRY HOLES ON EXTERIOR 
PRIOR TO INSTALL OF PANELS

(E) CURTAIN WALL

1" ALUMINUM SIGN, W/ YELLOW 
POWDER-COATED FINISH, 
RAL #1018

LED STRIP LIGHT FOLLOWS 
GEOMETRY OF SIGNAGE NUMBERS, 
ILLUMINATES METAL COMPOSITE 
PANELS BEHIND SIGNAGE

REFER TO RCP

FINISHED CEILING

(E) BRICK BEYOND

ALUMINUM COMPOSITE PANEL:
FULL EXTENTS TO CONCEAL AREA OF 
DEMOLISHED EXISTING SIGNAGE. GC TO 
REPAIR AND RESTORE ANY VISIBLE JOINTS OR 
MASONRY HOLES ON EXTERIOR PRIOR TO 
INSTALL OF PANELS

1

LP-5

(E) CURTAIN WALL

LED STRIP BEHIND

1" ALUMINUM SIGN W/ YELLOW 
POWDER-COATED FINISH, 
RAL #1018

ALUMINUM COMPOSITE PANEL:
FULL EXTENTS TO CONCEAL AREA OF 
DEMOLISHED EXISTING SIGNAGE. GC TO 
REPAIR AND RESTORE ANY VISIBLE 
JOINTS OR MASONRY HOLES ON 
EXTERIOR PRIOR TO INSTALL OF PANELS

3'
-7

"

4'-5"

5"
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EXTERIOR DETAILS

A501

51 SLEEPER ST.

BOSTON, MA 02210

Checker

21227.00

51 SLEEPER STREET

REPOSITIONING

Author

NO. BY DATE DESCRIPTION

1 06/10/2022 PRICING SET

1 1/2" = 1'-0"1
PLAN DETAIL - EXTERIOR ENTRY VESTIBULE

1 1/2" = 1'-0"2
SECTION DETAIL - EXTERIOR PANEL - BASE

1 1/2" = 1'-0"5
PLAN DETAIL - EXTERIOR PANEL - CORNER

1 1/2" = 1'-0"3
SECTION DETAIL - EXTERIOR PANEL - TYP

1 1/2" = 1'-0"4
SECTION DETAIL - EXTERIOR ILLUMINATED SIGNAGE

1 1/2" = 1'-0"6
ENLARGED ELEVATION - EXTERIOR ILLUMINATED SIGNAGE

khill
Cloud

khill
Highlight
FULL EXTENTS TO CONCEAL AREA OF DEMOLISHED EXISTING SIGNAGE. GC TO REPAIR AND RESTORE ANY VISIBLE JOINTS OR MASONRY HOLES ON EXTERIOR PRIOR TO INSTALL OF PANELS

khill
Highlight
NEW ALUMINUM COMPOSITE PANEL RAINSCREEN SYSTEM OVER CONTINUOUS INSULATION AND WEATHER BARRIER ON EXISTING CONSTRUCTION


