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EXISTING ELEVATION - WEST FACADE 

EXISTING VIEWS OF ROOFDECK LOOKING NORTH

EXISTING ELEVATION - NORTH FACADE 
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EXISTING CONDITIONS



FORT POINT CHANNEL
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EXISTING 7TH FLOOR PLAN

USABLE ROOF DECK
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EXISTING ROOF DECK PLAN



FORT POINT CHANNEL

EXISTING 7TH FLOOR PLAN

USABLE ROOF DECK

PROPOSED SHADE STRUCTURE
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SHADE IS 26'-6.5"W x 13'-3.25"D

WE PROPOSE ALIGNING THE SHADE 
STRUCTURE WITH THE BASE 
SPACING OF THE FACADE, SO THAT 
THE END POSTS OF THE SHADE 
ALIGN WITH PILASTERS.

ROOF DECK IS 125'-0"W x 19'-2"D 

EXTENT OF PROPOSED GUARDRAIL

EDGE OF ROOF
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PROPOSED ROOF DECK PLAN



PROPOSED ELEVATION - WEST FACADE PROPOSED ELEVATION - NORTH FACADE 
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PROPOSED ELEVATIONS WITH SUN SHADE + NEW GUARDRAIL



SHADE IS 
26'-6.5"W x 13'-3.25"D

ROOF DECK IS 
125'-0"W x 19'-2"D 

303 CONGRESS STREET
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BLOCK PLAN



SIGHTLINE FROM SIDEWALK ACROSS CONGRESS STREET SIGHTLINE FROM CHANNEL ON THE BRIDGE
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SIGHTLINE SECTIONS
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RENDERING WITH PROPOSED SHADE AND GUARDRAIL



RENDERING OF SUN SHADE ALONG FACADE
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RENDERING
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Existing Continuous 1 1/4" 
square HSS steel guard rail & 
stanchion.

Continuous 1 1/2"  min. schedule 
40 steel HSS railing return and 
weld to stanchion

Screen infill

Existing slab, insualtion, 
and roof membrane 
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Elevation of walking surface on deck 

Continuous 1 1/4" square HSS 
steel guard rail & stanchion.

Screen infill

Existing slab, insualtion, 
and roof membrane 

Elevation of walking surface on deck 

Existing continuous 1 1/4" 
square HSS steel guard rail & 
stanchion.

Screen infill

Existing slab, insualtion, 
and roof membrane 

Elevation of walking 
surface on deck 

2' - 4"

3' - 0"

Existing slab, insualtion, 
and roof membrane 

Elevation of walking surface 
on deck 

Continuous 1 1/4" square HSS steel 
guardrail - miter direction changes, 
conform & grind welds smooth, typical

NNOOTTEE::
All exposed non-stainless 
steel to be galvized and  
painted, color TBD. 

1/4" Stainless steel cables every 4"

4"
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Screen infill to match existing 

1'
 - 

0"

1'
 - 

0"

1'
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Existing 
Condition 

Option 3:

Shifting back 
walking surface 

Option 4:

Extending 
Railing Up 

Option 1:

New Guardrail 
on deck

NNOOTTEE::
All exposed non-stainless 
steel to be galvized and  
painted, color TBD. 

1'
 - 

0"

Line of parapet

Line of parapet

Notch deck at post 

Thru bolt base plate  

Screen infill

Line of parapet

Existing continuous 1 1/4" 
square HSS steel guard rail & 
stanchion.

NNOOTTEE::  119922''  LLFF  

NNOOTTEE::  220000''  LLFF  

10"x6x4" 
1/2" bent plate  approx. 8' o.c.

10"

6"

Connection to slab may 
require reinforcing 

Connection to 
slab may require 
reinforcing 

NNOOTTEE::  119922''  LLFF  

OpenView 
Guardrail Options 
6/27/22

NNOOTTEE::
Will require additional 
engineering to determine 
capacity of existing 
stanchons. Additional 
reinforcing may be required. 

NNOOTTEE::
Will require additional 
engineering to determine 
capacity of existing base 
plates. Additional reinforcing 
may be required. 

Existing slab, insualtion, 
and roof membrane 

Elevation of walking surface 
on deck 

NNOOTTEE::
All exposed non-stainless 
steel to be galvized and  
painted, color TBD. 

1'
 - 

0"

Option 2:

New Guardrail
replace existing 

Screen infill

Line of parapet

Existing continuous 1 1/4" 
square HSS steel guard rail & 
stanchion.

NNOOTTEE::  220000''  LLFF  

3'
 - 

6"

NEW RAILING EXISTING RAILING
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SECTION OF NEW GUARDRAIL ON DECKING


