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MIDWAY STUDIOS

SCOPE OF WORK

A-202

1
SCOPE OF WORK

A-203

1

SCOPE OF WORK
A-203

2

A-202

2

SCOPE 
OF 
WORK

1. CONTRACTOR IS TO OBTAIN ALL NECESSARY PERMITS PRIOR TO COMMENCING WORK. 

2. CONTRACTOR TO VERIFY EXISTING CONDITIONS IN THE FIELD AND REPORT ANY DISCREPANCIES TO THE DESIGNER PRIOR TO COMMENCING CONSTRUCTION. 

3. SCOPE OF WORK AREA SHOWN ON THESE DRAWINGS ARE APPROXIMATE. EXACT AREAS AND DIMENSIONS OF EXISTING ELEMENTS AND EXTENT OF REPAIRS TO BE VERIFIED IN FIELD. 

4. CONTRACTOR TO PERFORM ALL WORK IN A PROPER, SAFE, EXPEDITIOUS, WORKMANLIKE MANNER, AND IN ACCORDANCE WITH ALL APPLICABLE FEDERAL, STATE AND MUNICIPAL LAWS, CODES AND REGULATIONS. 

5. CONTRACTOR TO PROTECT ALL OF THE EXISTING CONSTRUCTION TO REMAIN AND PROVIDE PROTECTION AS NECESSARY TO MINIMIZE ANY DAMAGE. 

6. CLEAN/PRESSURE WASH MASONRY WALL.  WALL IS TO BE THOROUGHLY CLEANED PRIOR TO IDENTIFYING AND COMPLETING REPAIRS.

7. MORE SPALLS AND CRACKS ON MASONRY WALL WILL BE FOUND AFTER CLEANING AND FIRE ESCAPE REMOVAL. PROVIDE A 50% INCREASE IN ALLOWANCE FOR UNFORESEEN DETERIORATIONS. 

8. PROVIDE UNIT PRICING FOR ALL ITEMS SHOWN ON WORK NOTES
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FIRE ESCAPE:

F1 - FIRE ESCAPE TO BE REMOVED AND DISPOSED OF.

BRICK MASONRY:

M1 - MASONRY REPOINTING: 100% REPOINT OF THE MORTAR JOINTS IN THE INDICATED AREA. ( SEE DETAIL 2/A-301)

M2 - DISASSEMBLE AND RECONSTRUCT THE MASONRY IN THE AREA INDICATED. THIS REPAIR IS DUE TO BRICK MOVING OUT OF PLACE OR  REMOVAL OF FIRE ESCAPE 
SUPPORTS (SEE DETAILS 3 AND 4 / A-301)

M3 - BRICK CRACKS: REPLACE CRACKED MASONRY. REPOINT SURROUNDING MORTAR JOINTS WITHIN 1'-0" OF THE UNITS REPLACED. (SEE DETAILS 1 AND 2 / A-302)

M4a - WINDOW LINTEL COATING: UNDERSIDE OF LINTEL (EXPOSED AREA) TO BE PREPARED AND COATED.

M4b - WINDOW LINTEL REPAIR: PRIOR TO UNCOVERING THE ENTIRE LINTEL, A TEST CUT IS TO BE PERFORMED AT EACH CORNER TO REVIEW THE LINTEL CONDITION:
- IF LINTEL IS OBSERVED TO BE SIGNIFICANTLY RUSTED, THE ENTIRE LINTEL SHOULD BE EXPOSED , AND THE LINTEL SHOULD BE CLEANED, PREPARED AND COATED. 
MEMBRANE FLASHING, AND COPPER FABRIC FLASHING WITH END DAMS SHOULD BE PROVIDED. (SIMILAR TO DETAIL 1/A-301 BUT EXISTING LINTEL TO REMAIN). 
- IF LINTEL IS OBSERVED TO BE IN ACCEPTABLE CONDITION, LINTEL TO BE PREPARED AND COATED ON EXPOSED AREAS. 
FOR PRICING EFFORTS, ASSUME THE ENTIRE LINTEL WILL BE PREPARED AND COATED AND COPPER FABRIC FLASHING INSTALLED. 

M4c - WINDOW LINTEL REPLACEMENT: REMOVE AND REPLACE THE EXISTING STEEL LINTEL, PROVIDE GALVANIZED STEEL LINTEL, MEMBRANE FLASHING, AND COPPER 
FLASHING WITH END DAMS. (SEE DETAIL 1/A-301)

M5 - MORTAR JOINT AT CAST IRON SPANDREL PERIMETER: MORTAR JOINT TO BE REMOVED AND REPLACED. METAL FLASHING TO BE PROVIDED. (SEE DETAILS 2/A-302 AND 
3/A-301)

LIMESTONE SILL:

L1 - LIMESTONE SPALL REPAIR: CUT BACK DETERIORATED PORTION OF LIMESTONE SILL.  PROVIDE STEEL REINFORCING AS NEEDED AND PATCH WITH REPAIR MORTAR. 
REPAIR AREA TO MATCH ORIGINAL PROFILE, COLOR AND TEXTURE. (SEE DETAIL 1/A-303)

L2 - REPLACE INDICATED PORTION OF EXISTING LIMESTONE SILL. PROFILE TO MATCH ORIGINAL SHAPE, COLOR AND TEXTURE.

L3 - LIMESTONE TRANSVERSE CRACKS: ROUT SURFACE OF CRACK, INSTALL INJECTION PORTS, SEAL BETWEEN PORTS, INJECT EPOXY TO FILL CRACK, REMOVE PORTS AND 
SEALANT, REROUT CRACK AND PATCH WITH REPAIR MORTAR. (SEE DETAILS 3 AND 4 / A-302)

SEALANT:

S1 – SEALANT REPLACEMENT AT WINDOW PERIMETER: PREPARE AND REPLACE BACKER ROD AND SEALANT.

S2 - (SEE UNIT PRICE SCHEDULE ON SPECIFICATIONS)

S3 - SEALANT REPLACEMENT AT ENTIRE CONTROL JOINT: PREPARE AND REPLACE BACKER ROD AND SEALANT.
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FIRE ESCAPE:

F1 - FIRE ESCAPE TO BE REMOVED AND DISPOSED OF.

BRICK MASONRY:

M1 - MASONRY REPOINTING: 100% REPOINT OF THE MORTAR JOINTS IN THE INDICATED AREA. ( SEE DETAIL 2/A-301)

M2 - DISASSEMBLE AND RECONSTRUCT THE MASONRY IN THE AREA INDICATED. THIS REPAIR IS DUE TO BRICK MOVING OUT OF PLACE OR  REMOVAL OF FIRE ESCAPE 
SUPPORTS (SEE DETAILS 3 AND 4 / A-301)

M3 - BRICK CRACKS: REPLACE CRACKED MASONRY. REPOINT SURROUNDING MORTAR JOINTS WITHIN 1'-0" OF THE UNITS REPLACED. (SEE DETAILS 1 AND 2 / A-302)

M4a - WINDOW LINTEL COATING: UNDERSIDE OF LINTEL (EXPOSED AREA) TO BE PREPARED AND COATED.

M4b - WINDOW LINTEL REPAIR: PRIOR TO UNCOVERING THE ENTIRE LINTEL, A TEST CUT IS TO BE PERFORMED AT EACH CORNER TO REVIEW THE LINTEL CONDITION:
- IF LINTEL IS OBSERVED TO BE SIGNIFICANTLY RUSTED, THE ENTIRE LINTEL SHOULD BE EXPOSED , AND THE LINTEL SHOULD BE CLEANED, PREPARED AND COATED. 
MEMBRANE FLASHING, AND COPPER FABRIC FLASHING WITH END DAMS SHOULD BE PROVIDED. (SIMILAR TO DETAIL 1/A-301 BUT EXISTING LINTEL TO REMAIN). 
- IF LINTEL IS OBSERVED TO BE IN ACCEPTABLE CONDITION, LINTEL TO BE PREPARED AND COATED ON EXPOSED AREAS. 
FOR PRICING EFFORTS, ASSUME THE ENTIRE LINTEL WILL BE PREPARED AND COATED AND COPPER FABRIC FLASHING INSTALLED. 

M4c - WINDOW LINTEL REPLACEMENT: REMOVE AND REPLACE THE EXISTING STEEL LINTEL, PROVIDE GALVANIZED STEEL LINTEL, MEMBRANE FLASHING, AND COPPER 
FLASHING WITH END DAMS. (SEE DETAIL 1/A-301)

M5 - MORTAR JOINT AT CAST IRON SPANDREL PERIMETER: MORTAR JOINT TO BE REMOVED AND REPLACED. METAL FLASHING TO BE PROVIDED. (SEE DETAILS 2/A-302 AND 
3/A-301)

LIMESTONE SILL:

L1 - LIMESTONE SPALL REPAIR: CUT BACK DETERIORATED PORTION OF LIMESTONE SILL.  PROVIDE STEEL REINFORCING AS NEEDED AND PATCH WITH REPAIR MORTAR. 
REPAIR AREA TO MATCH ORIGINAL PROFILE, COLOR AND TEXTURE. (SEE DETAIL 1/A-303)

L2 - REPLACE INDICATED PORTION OF EXISTING LIMESTONE SILL. PROFILE TO MATCH ORIGINAL SHAPE, COLOR AND TEXTURE.

L3 - LIMESTONE TRANSVERSE CRACKS: ROUT SURFACE OF CRACK, INSTALL INJECTION PORTS, SEAL BETWEEN PORTS, INJECT EPOXY TO FILL CRACK, REMOVE PORTS AND 
SEALANT, REROUT CRACK AND PATCH WITH REPAIR MORTAR. (SEE DETAILS 3 AND 4 / A-302)

SEALANT:

S1 – SEALANT REPLACEMENT AT WINDOW PERIMETER: PREPARE AND REPLACE BACKER ROD AND SEALANT.

S2 - (SEE UNIT PRICE SCHEDULE ON SPECIFICATIONS)

S3 - SEALANT REPLACEMENT AT ENTIRE CONTROL JOINT: PREPARE AND REPLACE BACKER ROD AND SEALANT.
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STEP 4: REINSTALL MASONRY

REINSTALL SALVAGED MASONRY
OR NEW MASONRY AS AVAILABLE.
PROVIDE NEW ST. STL BRICK TIES 

AS REQD. GROUT SOLID

STEP 3: INSTALL COPPER FABRIC  FLASHING

INSTALL NEW COPPER 
FABRIC FLASHING  OVER 

LINTEL

EXIST. MASONRY WALL

8" MIN. 
LINTEL BEARING

REMOVE EXIST. LINTEL
AND REPLACE W/

NEW HOT DIPPED GALVANIZED 
STEEL LINTEL. ALL SURFACES 

ARE TO BE PROTECTED

EXIST. MASONRY WALL

STEP 2: REPLACE LINTEL

AREA OF MASONRY TO BE REMOVED 
FOR LINTEL REPLACEMENT. SALVAGE 

REMOVED BRICK AS NECESSARY 
FOR RE-USE IN REPAIR. TEMPORARILY

SUPPORT/ SHORE EXIST. SURROUNDING 
MASONRY TO REMAIN AS REQUIRED 

EXIST. MASONRY WALL

STEP 1: DEMO BRICK/ EXPOSE LINTEL

PROVIDE  NEW WEEPS ABOVE 
NEW HEAD FLASHING, TYP.

END DAM

FIELD VERIFY CONFIGURATION 
OF INNER WYTHES AND 
STEEL LINTEL SUPPORT. CONFIRM 
CONDITION OF EXISTING STEEL LINTEL
FOR THE PURPOSE OF DETERMINING
NECESSITY OF REPAIR OR RECOATING

EXISTING STEEL LINTEL TO BE REMOVED AND 
REPLACED

EXISTING SEGMENTAL 
ARCH ON INTERIOR SIDE

1" MIN.

ORIGINAL MORTAR

EXISTING BRICK MASONRY

INSTALL NEW MORTAR IN 
COMPACTED LIFTS. TOOL 
JOINT TO BE CONSISTENT 
W/ SURROUNDING MORTAR 
JOINTS

SAWCUT EXIST. MORTAR JOINT 
TO BE 2.5x JOINT WIDTH, OR 
1" MIN. 

NOTE:
MORTAR COLOR TO 
MATCH SURROUNDING 
EXIST. MORTAR

EXISTING SEGMENTAL ARCH ON INTERIOR SIDE LINTEL CONDITION LINTEL CONDITION LINTEL CONDITION

AREA OF BRICK 
REPAIR

EXTERIOR INTERIOR

HEADERS, 
AS OCCURRING

REPAIR NOTES: 
1. REMOVE INDIVIDUAL CRACKED MASONRY UNITS, TAKING CARE NOT TO DAMAGE MASONRY WYTHE(S) TO 
REMAIN.

2. REMOVE MORTAR FROM JOINTS IN SECOND WYTHE OF MASONRY TO A DEPTH NOT LESS THAN 2.5x THE JOINT 
WIDTH.

3. REPLACE BRICK IN OUTER WYTHE WITH SALVAGED BRICK WHEN AVAILABLE. PROVIDE NEW BRICK TO MATCH 
EXIST. AS REQUIRED TO MAKE UP BALANCE OF REPAIR AREA.

4. FULLY MORTAR ALL JOINTS FOR A SOLID MASONRY ASSEMBLY.

5. AT REPAIRED HEADER COURSES, PROVIDE HALF-BRICKS AND NEW BRICK TIES, AS REQUIRED TO MATCH EXIST. 
WHERE FEASIBLE, INSTALL NEW HEADERS.

6. POINT/ TOOL EXPOSED JOINTS, TO MATCH DEPTH AND PROFILE OF ADJACENT MASONRY WALL.

AREA OF BRICK 
REPAIR

EXTERIOR INTERIOR

HEADERS, 
AS OCCURRING

REPAIR NOTES: 

1. REMOVE INDIVIDUAL CRACKED MASONRY UNITS WITHOUT DAMAGING MASONRY WYTHE(S) TO REMAIN.

2. REMOVE MORTAR FROM JOINTS IN THIRD WYTHE OF MASONRY TO A DEPTH NOT LESS THAN 2.5x THE JOINT WIDTH.

3. REPLACE BRICK IN OUTER WYTHE WITH NEW OR SALVAGED BRICK. REBUILD OUTER WYTHE OF BRICK TO MATCH 
PATTERN AND COURSING OF ORIGINAL MASONRY. RE ESTABLISH EXISTING HEADERS AT THE INNER WYTHES. 

4. FULLY MORTAR ALL JOINTS FOR A SOLID MASONRY ASSEMBLY.

5. AT REPAIRED HEADER COURSES, PROVIDE HALF-BRICKS AND NEW BRICK TIES, AS REQUIRED TO MATCH EXIST. WHERE 
FEASIBLE, INSTALL NEW HEADERS.

6. POINT AND TOOL EXPOSED MORTAR JOINTS TO MATCH DEPTH, PROFILE AND APPEARANCE OF EXISTING ORIGINAL 
MORTAR JOINT.

7. SQUARE OFF EXTENT OF AREA OF REPOINTING, TYP. 

AREA OF EXISTING 
BRICK 
TO REMAIN

REMOVE MORTAR AND 
REPOINT TO DEPTH OF 

SOUND MORTAR. MIN 
DEPTH OF REMOVAL = 2.5 
TIME WIDTH OF MORTAR 

JOINT

BRICK TIE AT 16"OC 
HORIZONTAL AND VERTICAL. 

FASTEN AT MORTAR JOINT 
OF SECOND WYTHE

.
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