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NECCO CT BRIDGE WEST FACADE DESIGN UPDATE
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NECCO CT BRIDGE WEST FACADE - DESIGN AS PRESENTED ON 2017.07.13 
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NECCO CT BRIDGE WEST FACADE - CURRENT DESIGN
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AXON OF WINDOW

ZINC PANEL

SIMPLIFIED MULLION AT CENTER

DARK CHARCOAL 
METAL PANEL

CURRENT DESIGNAS PRESENTED ON 2017.07.13 

NECCO CT BRIDGE WEST FACADE - AXON OF WINDOWS

ZINC PANEL

WIDER MULLION
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NECCO CT BRIDGE EAST FACADE UPDATE
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NECCO COURT BRIDGE VIEW FROM NECCO STREET AS APPROVED
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NECCO COURT BRIDGE PANEL MOCK UP
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5. New lighting will be reviewed on a case by case basis for all aspects of the 
lighting design including fixtures, installation methods, and the quality of 
light.  Mock-ups of new lighting may be required on a case-by-case basis. 

6. Mock-ups of proposed accent lighting will be required. 

7. The design and materials of new lighting shall be compatible with the 
character of the District. 

8. Light fixtures shall be attached so as to avoid damage to historic fabric. 

9. Exterior conduits and cables are discouraged.  Where their installation is 
unavoidable, they should be located so as minimize their visibility. 

I. Overhead Walkways/Bridges 

1. Contributing overhead walkways and bridges are a character defining 
feature of the district.  All overhead walkways and bridges shall be 
preserved and repaired to the greatest extent possible using recognized 
preservation methods, rather than replaced. 

2. When contributing elements or features (functional and decorative) of 
overhead walkways or bridges cannot be preserved, repaired, or are 
missing they should be replaced with elements or features which match 
the original in material, color, texture, size, shape, profile and detail of 
installation. 

3. If using the same material is not technically or economically feasible, then 
compatible substitute materials may be considered. 

J. Smokestack (See also section B for Standards and Criteria for Exterior 
Walls pertaining to appropriate treatment of masonry.) 
1. The smokestack on Wormwood Street is a character defining feature of 

the District.  Minimization of antennas and other communication devices 
is encouraged.  New antennas and communication devices shall be located 
and designed so as to be as minimally visually intrusive as possible, and 
may be approved on a case-by-case basis. 

2. Obsolete antennas and communication devices and their fastenings shall 
be removed and any holes or damage shall be repaired according to the 
standards and criteria for treatment of masonry (See Section B). 

3. Signage, banners, and advertising shall not be allowed.  

K. Accessibility
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ETCHED WINDOWS
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ETCHED WINDOWS - NORTH ELEVATION 

AS APPROVED ON 2016.10.05

PROPOSED

ETCHED WITH WALL BEHIND

BRICKED IN 

SECTION A SECTION B EXISTING WINDOW

A
B

FORMERLY ETCHED, UPDATED TO CLEAR

ETCHED WITHOUT WALL BEHIND
LEVEL 01
19' - 6"

LEVEL 01.5 MECH MEZ
29' - 10"

LEVEL 02 EX_P
39' - 1"

RATED WALL FOR
EMERGENCY ELEC

METAL PANEL WITH
PERFORATED
METAL TOP

LEVEL 01
19' - 6"

2' 
- 0

"

METAL PANEL WITH
PERFORATED
METAL TOP
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ETCHED WINDOWS - EAST ELEVATION 

AS APPROVED ON 2016.10.05

PROPOSED

SECTION C SECTION D

C D

LEVEL 01
19' - 6"

2' 
- 0

"

METAL PANEL WITH
PERFORATED
METAL TOP

LEVEL 01
19' - 6"

LEVEL 01.5 MECH MEZ
29' - 10"

0' 
- 3

"

WATER AND GAS METER
SUPPORTED  ON THE WALL

METAL PANEL WITH
PERFORATED METAL TOP

ETCHED WITH WALL BEHIND

BRICKED IN 

FORMERLY ETCHED, UPDATED TO CLEAR

ETCHED WITHOUT WALL BEHIND
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ETCHED WINDOWS - GLASS ENCLOSURE EAST ELEVATION 

AS APPROVED ON 2016.10.05

PROPOSED

ETCHED WITH WALL BEHIND

BRICKED IN 

FORMERLY ETCHED, UPDATED TO CLEAR

ETCHED WITHOUT WALL BEHIND
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ETCHED WINDOWS - GLASS ENCLOSURE WEST ELEVATION 

AS APPROVED ON 2016.10.05

PROPOSED

ETCHED WITH WALL BEHIND

BRICKED IN 

FORMERLY ETCHED, UPDATED TO CLEAR

ETCHED WITHOUT WALL BEHIND



General Electric Company - Fort Point Channel Landmark District Review October 12, 201716

ETCHED WINDOWS - LEVEL 01 PLAN 

FIRE PUMP
METER RM

MEN’S

WOMEN’S RESTRM

FUEL RM

SECURITYFCC

ELEV 
MACHINE 
RM

ELEV 
MACHINE 
RM

UPS
ELEC

TEL/ DATAMECHANICAL

CORRIDOR

B.O.H B.O.H SORTING

OFFICE

ELEVATOR 
LOBBY

VESTIBULE

LOBBY

NECCO CT

ELEC

DELIVERY 
SORTING

TENANT

MEZ LEVEL PLAN
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LEVEL 06 DESIGN UPDATES
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DN

LEVEL 06 PLAN - AS APPROVED ON 2016.10.05 

LOBBY

PANTRY

CONFERENCE RM

ROOF TERRACE
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VIEW FROM SUMMER ST - AS APPROVED ON 2016.10.05
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PROPOSED LEVEL 06 PLAN - CURRENT WITH EXPANDED CONFERENCE ROOM AND STORAGE

LOBBY

PANTRY CATERING 
SUPPORT

LARGE CONF

PREFUNCTION

VESTIBULE

ROOF TERRACE
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VIEW FROM SUMMER ST - PROPOSED 
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EXISTING APPROVED PROPOSED

LEVEL 06 UPDATES - VIEW FROM SUMMER ST
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EXISTING APPROVED PROPOSED

LEVEL 06 UPDATES - VIEW FROM HARBOR WALK



General Electric Company - Fort Point Channel Landmark District Review October 12, 201724

ROOF TOP CLADDING - MECHANICAL SCREEN AS APPROVED 

PERFORATED SCREEN ELEVATION SOLID METAL PANEL REFERENCE IMAGEATTACHMENT DETAIL

REFERENCE IMAGE

3' - 11"3' - 11"3' - 11"

13
' - 

0"
2' 

- 0
"

1/2
"

3 1/4"

PERFORATED METAL SCREEN

PAINTED STEEL STRUCTURE

ALUMINUM ANCHOR CLIP
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ROOF TOP CLADDING - MECHANICAL SCREEN AS APPROVED 

DARK GREY SOLID 
METAL PANEL

PERFORATED METAL PANEL 
PREVIOUSLY APPROVED
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ROOF TOP CLADDING - MECHANICAL SCREEN PROPOSED

DARK GREY SOLID 
METAL PANEL

PERFORATED METAL PANEL 
PREVIOUSLY APPROVED
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ROOF TOP CLADDING - NORTH ELEVATION

SOLID METAL PANEL PERFORATED METAL PANEL
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ROOF TOP CLADDING - SOUTH ELEVATION

SOLID METAL PANEL PERFORATED METAL PANEL
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ROOF TOP CLADDING -GLASS ENCLOSURE EAST ELEVATION

SOLID METAL PANEL PERFORATED METAL PANEL
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ROOF TOP CLADDING -GLASS ENCLOSURE WEST ELEVATION

SOLID METAL PANEL PERFORATED METAL PANEL
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SIGNAGE  UPDATES
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SIGNAGE UPDATES - G.0 INNOVATION POINT BLADE SIGN

3  |September 13, 2017 |  SUBMITTAL TO BOSTON PLANNING AND DEVELOPMENT AGENCY

GENERAL ELECTRIC WORKPLACE  |  EXTERIOR SIGNAGE

G.0 Innovation Point Blade Sign

Melcher St. turning right on Necco St. Necco St. and Necco Ct.

Sign locationSIGN LOCATION

MELCHER ST. TURNING RIGHT ON NECCO ST. NECCO ST. AND NECCO CT.
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�

4  |September 13, 2017 |  SUBMITTAL TO BOSTON PLANNING AND DEVELOPMENT AGENCY

GENERAL ELECTRIC WORKPLACE  |  EXTERIOR SIGNAGE

G.0 Innovation Point Blade Sign

SCALE: 3/4” = 1’-0”
FRONT FACE

1 SCALE: 3/4” = 1’-0”
BACK FACE

2 SCALE: 3/4” = 1’-0” SIGN TYPE H.0SIGN TYPE H.0 SIGN TYPE H.0
SIDE VIEW

2 SCALE: 3/16” = 1’-0” SIGN TYPE H.0
LOCATION ELEVATION

3

10
'-1

0"

4 1/2"

2'-0"2'-0"

8'
-0

"

2"

SIGNAGE UPDATES - G.0 INNOVATION POINT BLADE SIGN

�

4  |September 13, 2017 |  SUBMITTAL TO BOSTON PLANNING AND DEVELOPMENT AGENCY

GENERAL ELECTRIC WORKPLACE  |  EXTERIOR SIGNAGE

G.0 Innovation Point Blade Sign

SCALE: 3/4” = 1’-0”
FRONT FACE

1 SCALE: 3/4” = 1’-0”
BACK FACE

2 SCALE: 3/4” = 1’-0” SIGN TYPE H.0SIGN TYPE H.0 SIGN TYPE H.0
SIDE VIEW

2 SCALE: 3/16” = 1’-0” SIGN TYPE H.0
LOCATION ELEVATION

3

10
'-1

0"

4 1/2"

3"2'-0"2'-0"

8'
-0

"

FRONT FACE BACK FACE SIDE VIEW LOCATION ELEVATION
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SIGNAGE UPDATES - G.0 INNOVATION POINT BLADE SIGN DETAILS

FRONT FACE ATTACHMENT DETAILSIDE VIEW
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SIGNAGE UPDATES - H.0 INNOVATION POINT ENTRANCE ON NECCO STH.0 Innovation Point Entrance
Necco Street

5  |September 13, 2017 |  SUBMITTAL TO BOSTON PLANNING AND DEVELOPMENT AGENCY

GENERAL ELECTRIC WORKPLACE  |  EXTERIOR SIGNAGE

Sign locationSIGN LOCATION
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�

6  |September 13, 2017 |  SUBMITTAL TO BOSTON PLANNING AND DEVELOPMENT AGENCY

GENERAL ELECTRIC WORKPLACE  |  EXTERIOR SIGNAGE

H.0 Plaza Entrance ID

SCALE: 3/4” = 1’-0” SIGN TYPE H.0 SIGN TYPE H.0
FRONT VIEW

1 SCALE: 3/4” = 1’-0”
SIDE VIEW

2 SIGN TYPE H.0SCALE: 3/16” = 1’-0”
LOCATION ELEVATION

3

3"

3’-0” 2’-10”

Sign Type 
C.1.2
Page.8

SIGNAGE UPDATES - H.0 PLAZA ENTRANCE ID

FRONT FACE SIDE VIEW

ATTACHMENT DETAILS

LOCATION ELEVATION

�

7  |September 13, 2017 |  SUBMITTAL TO BOSTON PLANNING AND DEVELOPMENT AGENCY

GENERAL ELECTRIC WORKPLACE  |  EXTERIOR SIGNAGE

H.0 Plaza Entrance ID

SCALE: 3/4” = 1’-0” SIGN TYPE H.0 SIGN TYPE H.0
FRONT VIEW

1 SCALE: 3/4” = 1’-0”
SIDE VIEW

2 SIGN TYPE H.0SCALE: 3/16” = 1’-0”
LOCATION ELEVATION

3

3’-0” 2’-10”

3"

Sign Type 
C.1.2
Page.8

Existing wall

Illuminated 
monogram 1/2” 
stand off from 
existing wall 

�

7  |September 13, 2017 |  SUBMITTAL TO BOSTON PLANNING AND DEVELOPMENT AGENCY

GENERAL ELECTRIC WORKPLACE  |  EXTERIOR SIGNAGE

H.0 Plaza Entrance ID

SCALE: 3/4” = 1’-0” SIGN TYPE H.0 SIGN TYPE H.0
FRONT VIEW

1 SCALE: 3/4” = 1’-0”
SIDE VIEW

2 SIGN TYPE H.0SCALE: 3/16” = 1’-0”
LOCATION ELEVATION

3

3’-0” 2’-10”

3"

Sign Type 
C.1.2
Page.8

Existing wall

Illuminated 
monogram 1/2” 
stand off from 
existing wall 
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EXTERIOR LIGHTING  UPDATES



General Electric Company - Fort Point Channel Landmark District Review October 12, 201738

EXTERIOR LIGHTING UPDATE - LIGHT FIXTURE MOCK UP

DAY TIME LIGHTS ON DAY TIME LIGHTS OFF
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EXTERIOR LIGHTING UPDATE - LIGHT FIXTURE MOCK UP

NIGHT TIME LIGHTS ON DUSK TIME LIGHTS ON, LOOKING INTO NECCO CT, LIGHT TO THE RIGHT
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2' 
- 0

"

ER

ER

ER

ER

EQ EQ

+/- 8'-7 1/2" ALIGN TO B.O. SILL

ER FIXTURES  PROVIDED BY
OWNER SECURED TO BRICK .
CONSOLDATE WIRING AND
COVER WITH BLACK TAPE.

GE BOSTON HQ GENSLER HDLC

GE BOSTON – LIGHTING FIXTURE CUTS  

• •

ARCHITECTURAL   LIGHTING   DESIGN

10 east 38th street 5th floor new york ny 10016  t 212 529 7800   f 212 979 9108

2016  ALL DESIGNS AND INFORMATION CONTAINED HEREIN ARE THE SOLE INTELLECTUAL PROPERTY OF HDLC AND
MAYNOT BE RE-USED, COPIED OR TRANSMITTED WITHOUT OUR PRIOR WRITTEN CONSENT.

DATESCALEREVISIONSPROJECT No.

PROJECT NAME DRAWING No.GE BOSTON HQ
TYPE "ER" DETAIL @ G2 BUILDING

6051 NTS 02.15.2017

LSK-
0215-01

TYPE ER

FIXTURE TO BE
MOUNTED
HORIZONTALLY

LED ceiling and wall luminaires

Housing: Constructed of one piece die-cast aluminum 
designed for direct attachment to ceiling or wall over 
standard recessed 3 1/2" or 4" octagonal junction box. Die 
castings are marine grade, copper free (≤ 0.3% copper 
content) A360.0 aluminum alloy.

Enclosure: Die-cast aluminum frame with thick walled crystal 
glass, inside white. Frame is attached to housing with two 
(2) stainless steel threaded into stainless steel inserts. Fully 
gasketed for weather tight operation using molded silicone 
gasket.

Electrical: 4.9W LED luminaire, 5.5 total system watts, 
-30°C start temperature. Integral 120V through 277V 
electronic LED driver, 0-10V dimming. LED module(s) are 
available from factory for easy replacement. Standard LED 
color temperature is 3000K with an 85 CRI. Available in 
4000K (85 CRI); add suffix K4 to order. 
Note: LEDs supplied with luminaire. Due to the dynamic 
nature of LED technology, LED luminaire data on this sheet 
is subject to change at the discretion of BEGA-US. For the 
most current technical data, please refer to www.bega-us.
com.

Finish: All BEGA standard finishes are polyester powder 
coat with minimum 3 mil thickness. Available in four standard 
BEGA colors: Black (BLK); White (WHT); Bronze (BRZ); Silver 
(SLV). To specify, add appropriate suffix to catalog number. 
Custom colors supplied on special order.

CSA certified to U.S. and Canadian standards, suitable for 
wet locations. Protection class IP65

Weight: 4.4 lbs

Luminaire Lumens: 300

Type:
BEGA Product:

Project:
Voltage:

Color:
Options:

Modified:

BEGA-US  1000 BEGA Way, Carpinteria, CA 93013  (805) 684-0533  FAX (805) 566-9474   www.bega-us .com      
©copyright BEGA-US 2016    Updated 02/16

   Lamp A B C

33 604   4.9 W LED 4 3⁄4 9 1⁄2 3

TYPE ER

To Order Rama Luminaire
Specify in order: Product, Lamp, Lens, Drive Current, Color Temperature, Input Voltage, Mounting Option and Finish.

EXAMPLE:  RM – 024L2 – FRS – 05C – 30K / UV1 – 5A – AL

Lens

CLR
( Clear Glass )

FRS
( Frosted Glass )

Lamp

024L2
( R4, 24 LED 

Type 2 )

048L2
( R8, 48 LED 

Type 2 )

Product Data Sheet

Landscape Forms, Inc. |  800.521.2546  |  F 269.381.3455  |  7800 E. Michigan Ave., Kalamazoo, MI 49048

RAMA

page 5 of 6

Product

RM
Rama

Color Temp.

40K 
( 4000K )

30K
 ( 3000K )

Input Voltage

UV1
( 120-277VAC )

Finish

AL
( Aluminum 

Silver )

Mounting

5A
( w/ clamp - 

single mount )

5B
( w/o clamp - 

double mount )

Drive Current

05C
( 500mA CLO1 )

To Order Aluminum Pole
Specify: Rama pole with desired mounting option and Powdercoat Color.

EXAMPLE:  RM60220-01 – Powdercoat Color

Height Pole Luminaire Configuration Twist Lock Diameter Wall Thick

4.5 meters
RM60219-01

RM60219-02

(1) or (2) Rama luminaires at top

(1) or (2) Rama luminaires at top

No

Yes

5"

5"

.125"

.125"

6 meters

RM60220-01

RM60220-02

RM60220-03

RM60220-04

(1) or (2) Rama luminaires at top

(1) or (2) Rama luminaires at top

(2) Rama luminaires at different heights

(2) Rama luminaires at different heights

No

Yes

No

Yes

5"

5"

5"

5"

.188"

.188"

.188"

.188"

8 meters

RM60221-01

RM60221-02

RM60221-03

RM60221-04

RM60226-01

RM60226-02

(1) or (2) Rama luminaires at top

(1) or (2) Rama luminaires at top

(2) Rama luminaires at different heights

(2) Rama luminaires at different heights

(5) Rama luminaires in spiral configuration

(5) Rama luminaires in sprial configuration

No

Yes

No

Yes

No

Yes

5" / 6"

5" / 6" 

5" / 6"

5" / 6"

5" / 7"

5" / 7"

.188" 

.188"

.188"

.188"

.188"

.188"

1 CLO = Constant Light Output

TYPE ES

To Order Rama Luminaire
Specify in order: Product, Lamp, Lens, Drive Current, Color Temperature, Input Voltage, Mounting Option and Finish.

EXAMPLE:  RM – 024L2 – FRS – 05C – 30K / UV1 – 5A – AL

Lens

CLR
( Clear Glass )

FRS
( Frosted Glass )

Lamp

024L2
( R4, 24 LED 

Type 2 )

048L2
( R8, 48 LED 

Type 2 )

Product Data Sheet

Landscape Forms, Inc. |  800.521.2546  |  F 269.381.3455  |  7800 E. Michigan Ave., Kalamazoo, MI 49048

RAMA

page 5 of 6

Product

RM
Rama

Color Temp.

40K 
( 4000K )

30K
 ( 3000K )

Input Voltage

UV1
( 120-277VAC )

Finish

AL
( Aluminum 

Silver )

Mounting

5A
( w/ clamp - 

single mount )

5B
( w/o clamp - 

double mount )

Drive Current

05C
( 500mA CLO1 )

To Order Aluminum Pole
Specify: Rama pole with desired mounting option and Powdercoat Color.

EXAMPLE:  RM60220-01 – Powdercoat Color

Height Pole Luminaire Configuration Twist Lock Diameter Wall Thick

4.5 meters
RM60219-01

RM60219-02

(1) or (2) Rama luminaires at top

(1) or (2) Rama luminaires at top

No

Yes

5"

5"

.125"

.125"

6 meters

RM60220-01

RM60220-02

RM60220-03

RM60220-04

(1) or (2) Rama luminaires at top

(1) or (2) Rama luminaires at top

(2) Rama luminaires at different heights

(2) Rama luminaires at different heights

No

Yes

No

Yes

5"

5"

5"

5"

.188"

.188"

.188"

.188"

8 meters

RM60221-01

RM60221-02

RM60221-03

RM60221-04

RM60226-01

RM60226-02

(1) or (2) Rama luminaires at top

(1) or (2) Rama luminaires at top

(2) Rama luminaires at different heights

(2) Rama luminaires at different heights

(5) Rama luminaires in spiral configuration

(5) Rama luminaires in sprial configuration

No

Yes

No

Yes

No

Yes

5" / 6"

5" / 6" 

5" / 6"

5" / 6"

5" / 7"

5" / 7"

.188" 

.188"

.188"

.188"

.188"

.188"

1 CLO = Constant Light Output

TYPE ES-1

16'

WALL MOUNTED AMBIENT AREA LIGHTING

SITE POLE LIGHT SITE POLE LIGHT

WALL MOUNTED AMBIENT AREA LIGHTING

© Copyright 2014 Designplan Lighting Inc.
79 Trenton Ave
Frenchtown, NJ 08825

sales@designplan.com
www.designplan.com

Tel: 908-996-7710
Fax: 908-996-7042

LL4

Rated IP67

. 1W or 3W Cree XPE LEDs

. Integral 120-277Vpower supply

. Rated IP67 with removeable LED modules 

. On board 0-10V dimming

. One inch thick clear tempered glass lens 

. Symmetric (w/ louver) and asymmetric   
     distributions 
. Rated Wet Label IP67
. Complies with ARRA level III
. Complies with LM79 and LM 80
. Driveover rated

*Note: 
Louver standard.
No louver if option "N" 
selected.

Job Name: Fixture Type:

TYPE EQ

LENGTHS PER PLAN

INGRADE RECESSED LINEAR LIGHT

TYPE EQ

INGRADE RECESSED LINEAR LIGHT

Page 14 of 14

 ER - WALL AREA LIGHT

SPECIFICATIONS

LED WALL LUMINARIES

DIE-CAST ALUMINUM 

HEAVY PRESSED CRYSTAL GLASS WITH OPTICAL TEXTURE, WHITE INSIDE

INTEGRAL ELECTRONIC DRIVER - DIMMABLE 0-10V

COLOR TEMPERATURE 3000K (FOR 4000K ADD SUFFIX K4)

FINISH: BLACK 

UL OR CSA LISTED, SUITABLE FOR WET LOCATIONS

4.9W LED

LIGHT FROM THE NEIGHBORHOOD

EXTERIOR LIGHTING UPDATE - LIGHT FIXTURE
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GE BOSTON HQ GENSLER HDLC

GE BOSTON – SITE GRAYSCALE RENDERING – VIEW OF NECCO CT BRIDGE Page 1 of 2

EXTERIOR LIGHTING UPDATE - NECCO CT BRIDGE LIGHTING ANALYSIS
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GE BOSTON HQ GENSLER HDLC

GE BOSTON – SITE GRAYSCALE RENDERING – VIEW OF CONNECTOR BRIDGE G2 Page 2 of 2

EXTERIOR LIGHTING UPDATE - NECCO CT BRIDGE LIGHTING ANALYSIS
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OUTDOOR FURNITURE/ LANDSCAPE UPDATES
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OUTDOOR FURNITURE - SEATING DETAILS



General Electric Company - Fort Point Channel Landmark District Review October 12, 201745

THANK YOU


