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An abstract composition inspired by the movements of water.

An organic structure of particles tuned and directed by a celestial body.

The direction and density of waves create a drawing, that besides being a representation of 

a natural phenomena symbolizes the history of the city area founded on water grounds and 

develeoping throughout 2 centuries with its peaks, lows and upheavals. 

the circle represents the point of convergence of past and the future, nature and the city, 

water and solid ground and a new lively area of the city in historic fundaments

the hand drawn and computer generated elements has been created with a random parameter. 

The seemingly chaotic, flowing pattern is created with bold drawing and painting techniques 
(incl. woodcut & monotype print) and the initial sketch digitaly modified with random 
parameters. The structures echoe the force of nature in the urban environement.

Mix of natural and graphic motifs is composed and woven into a dynamic pattern that 

allows the eye wondering through a detailed abstract world 

The colour code: monochromatic, black and white.

The monumental forms & detailed structures  invite the viewer to a contemplation, analysis, 
while creating another bigger picture from distance . The aim is to create detailed and stylized 
composition to connect the natural with the urban and play with perception of close and far.

tides 

tides: the rise and fall of sea levels caused 
by the combined effects of the gravitational 
forces exerted by the Moon and the Sun and 
the rotation of Earth.



natural ± urban
light lines ± bold shapes

fragile ± robust
detailed ± massive

symbolic ± scientific 
ephemeral ± durable

primal ± high tech
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RIGHT WALL  (21 x 12 ft) 10 panels
panel size:
5 ft x 3,8 ft
60” x 45,6”
19 sqft

LEFT WALL  (16 x 12 ft)  8 panels
panel size:
5 ft x 3,5 ft
60” x 42”
17,5 sqft

circle panel: 7ft  diameter



brick wall

main artwork panels

round panel
1 inch away from the artwork

RIGHT WALL  (21 x 12 ft) 10 panels
panel size:
5 ft x 3,8 ft
60” x 45,6”
19 sqft

circle panel: 7ft  diameter

C i r C l e  P a n e l



I will paint panels in my studio in Boston and then have them delivered and installed to the site. 
As I will be doing all the painting in my studio, I can install the panels in the winter if needed.

Im planning on using ALPOLIC® ACM (aluminium composite material) panels, 1/4“(thick). 
These panels are extremely rigid, light weight and durable.
They are designed specifically for exterior use.

An additional aluminium circle will be added on top of the mural with a 1” distance from the 
main panel, adding depth and structure to the artwork.

A 1 ft border of brick will be kept free and exposed all the way around the finished piece.

   Amount of panels needed:
RIGHT WALL  10 panels
panel size:  5 ft x 3,8 ft
60” x 45,6”
19 sqft

Additional circle panel: 7ft  diameter 

The panels will be attached 1” away from the wall, the metal circle will be 1” away from the 
panels for the relief and each panel is 1/4” thick.
TOTAL depth 2,5” within the 3” guideline.

The panels are fabricated with a 10 year manufactures warranty powder matt coating.

The artwork will be painted with acrylic latex Benjamin More Exterior Paint:
Low Lustre (542) 100% Acrylic Latex in black & white.
This paint is manufactured for heavy weather/ duty outdoor use, with a 25 year manufacturers 
warranty.

The panels will be fastened with approx. 80 HILTI brick fasteners: 4 per panel and 8 for the circle. 
Exact fastening to be confirmed with architect and engineers. 

LEFT WALL  8 panels
panel size: 5 ft x 3,5 ft
60” x 42”
17,5 sqft

t h e  D e s i g n  P r o P o s a l  &  t e C h n i C a l  s P e C i F i C a t i o n .

M a t e r i a l s

P a n e l s

a r t w o r k

P a i n t

a n C h o r s



I will need 4 weeks to paint the panels in my studio.
2 days are needed to install the panels and fasten them to the brick.

Total project time from order will be up to 5 week time plus initial 2 weeks lead time for the cut-
ting and delivery of the panels
The project can be completed in the winter or spring at the developers choice

Panels have minimum 10 year warranty
The coating has minimum 10 year warranty
Benjamin More Exterior Acrylic Latex Paint: 25 year warranty
I will provide 10 years touch up warranty

I can prepare a mockup with the listed materials, which i can present at your convenience
 

www.alpolic-americas.com
http://www.alpolic-americas.com/samples/?corporate-id=&colors=&finishes=&pg=3
https://www.benjaminmoore.com
www.benjaminmoore.com/en-us/interior-exterior-paints-stains/product-catalog/bwep/ben-
exterior-paint

P r o D u C t i o n

t i M e

w a r r a n t y

M a t e r i a l

l i n k s



ALPOLIC® ACM (aluminium composite materials) panels
1/4” thick

Ben more Low Lustre 100% Acrylic Latex White
Ben more Low Lustre (542) 100% Acrylic Latex Charcoal Black

78 HILTI brick fasteners: 4 per panel 

2 people x  2 day 

packing and transporting the panels to the site

finalizing and correctioins

production

T O TA L  C O S T:

4.440,- 

   200,- USD

1000,- USD
estimate tbd with an architect & engineer

1.600,- USD

2.500 USD

3.500,- USD

5000,- USD

18.240,- USD

C o s t  e s t i M a t e

M a t e r i a l s :

P a n e l s

P a i n t

a n C h o r s

i n s t a l l a t i o n

P a C k a g i n g
a n D  D e l i v e r y

F i n a l  D e s i g n 

P a i n t i n g



retouch  and maintenance by the author on site within 45 days
the cost of travel, accomodation and maintenance work wont exeed 3.000 USD

10 years warranty to maintain and restore the artwork in case of damages

a r t w o r k  M a i n t e n a n C e
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Aluminum Pans
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REVISIONS:

seamseam

each cleat attached to brick wall
w/ three 3/8” x 3” sleeve anchors 

wall

aluminum angle  wall cleat
3” x 3” x 1/8” x 48” long

aluminum angle  circle cleat
1” x 1“ x 1/8”
bolts to pan face ( 6) 1/4”-20 x 1” bolts
w/ fender washer (all on pan #2)

aluminum angle  circle cleat
1” x 1“ x 1/8”

bolts to face ( 6) 1/4”-20 x 1” bolts
(all on pan #2)

1-1/2” x 1-1/2” x 1/8”
angle pan frame

.090 aluminum circle face

.090 aluminum rectangle face

#14 hex head tek screw  

48”

3”

1”

Cleat attachment detail for aluminum pan sign
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