
 PROPOSED BUILDING FAÇADE

SCOPE OF WORK:
ENTRY DOOR 
REPLACEMENT

NEW EXTERIOR ELEVATION EXISTING EXTERIOR ELEVATION



 PROPOSED BUILDING ENTRY
























A-1

STOREFRONT
STAIR RAILING

OFFICE SIDELITE

Jackson Glass Inc.
511 Cummin Hwy

1/8" J-CLIP VISIBLE AT FACE

7'-0" GLASS
HEIGHT
VIF & MATCH
HEIGHT OF
ADJACENT DOOR

STOREFRONT &
DOOR FINISH TO

MATCH ADJACENT
EXISTING

WINDOWS. GC:
COORDINATE

COLOR SELECTION.

4" WIDTH THRESHOLD IS
ACCEPTABLE AS LONG

AS EXISTING
CONDITIONS DON'T
WARRANT A WIDER

THRESHOLD
GC: COORDINATE

GC COORDINATE
THESE 2 ITEMS

VIF

DOOR FRAME HINGE COLOR
TO MATCH EXISTING
FENESTRATION.

NEW EXTERIOR ENTRY DOOR: TUBELITE INC.
• TO REPLACE EXISTING ENTRY DOOR WITHIN 

EXISTING OPENING
• FRAME & HINGE TO MATCH EXISTING GREEN

EXTERIOR DOOR PULL
(ACTIVE LEAF ONLY)
STAINLESS FINISH

INTERIOR EXIT DEVICE 
WITH CONCEALED RODS
(ACTIVE LEAF ONLY)

TUBELITE INC. DOOR FRAMING
FRAME COLOR TO MATCH EXISTING GREEN

TUBELITE INC. DOOR
DOOR COLOR TO MATCH EXISTING GREEN

EXISTING MASONRY WALL

4"

DOOR AND FRAME SYSTEM TO BE SET BACK 
4" FROM FACE OF EXISTING MASONRY WALL, 
TO MATCH CLOSELY WITH ADJACENT 
WINDOW CONDITIONS.

2"

3/8"

2 1/8"

PLAN VIEW 
• DOOR SYSTEM TO BE SET BACK TO MATCH 

CLOSELY WITH ADJACENT WINDOW CONDITIONS


